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CHAPTER 1 
INTRODUCTION 



Section I, GENERAL 

1-1. Scope 

This manual contains instructions for the opera- 
tion and maintenance of Caliber .50 Machine Gun, 
Browning, M2, Heavy Barrel, Flexible, Machine 
Gun Tripod Mount, MS, and Machine Gun Anti- 
aircraft Mount, M63 allocated to the operator/ 
crew by the MAC. 

1-2, Form, Records and Reports 

a. General. DA Forms and procedures used for 
equipment maintenance will be only those pre- 
scribed in TM 38-750, Army Equipment Record 
Procedures. 

d. Recommendations for Maintenance Manual 
improvements. Report of errors, omissions, and 
recommendations for improving this publication 
by the individual user is encouraged. Reports 
should be submitted on DA Form 2028 (Recom- 
mended Changes to DA Publications) and for 
warded direct to Commanding General, U.S. 
Army Weapons Command, ATTN: AMSWE- 
SMM-P, Rock Island, III. 61201. 
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$*ctk>n II. DESCRIPTION AND DATA 



1—3. Description 

a. Machine Gun. The machine gun (figs. 1-1 
and 1-2) is an automatic, recoil-operated, alter- 
nate-feed, link-belt fed, air-cooled, crew-operated 
weapon- It is used as a ground gun mounted on 
Tripod Mount M3 or Antiairbraft Mount M63. 

b. Tripod Mount, M3. The tripod mount (figs. 
1-3 and 1-4) is a light weight portable folding 
mount which permits a high degree of accuracy 
and control of fire. 

c> Antiaircraft Mount, M63. The antiaircraft 
mount (figs. 1-5 and 1-6} is a four-legged, low 
silhouette, portable mount used for antiaircraft 
fire. 

1-4. Tabulated Dafa 

a. Machine Gun. 

Weight (approx.) _ 84 lb 

Weight of barrel - - - 24 lb 

Length of gun _ . ..... 65.13 in 

Length of barrel . . -46 in 

Length of rifling {approx) - ---- — 41.88 in 

Number of lands and grooves ^ — 8 

Twist, right- hand - one turn in 16 in 

Feed link-belt 

Operation _ — short recoil 

Cooling ... air 

Muzzle velocity (approx) . . . . . . . 3,050 fps 



Rate of fire (cyclic) 

Maximum range (approx) 
Maximum effective range 



450-550 rds/m 

7,440 yd or 6,765 meters 



(approx) 



. 2,000 yd or 1,830 meters 
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Figure. 1-2. Caliber .50 Machine Gun, Browning, M2, HB, Flexible 

major groups and assemblies. 




Figure 1S„ Tripod Mount, M3 — right rear view. 
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Figure 1-5. Antiaircraft Mount, Aff>3 — left rear view. 



b. Tripod Mount, MS. 

Weight (approx) . . 44 1b 

Length (extended) ... 74.50 in 

Folded . 45.60 in 

Spread of extended rear legs ... . . 61.60 in 

Height _.. ._ ____ __14 in 

Traversing range without releasing traversing and 

elevating mechanism assembly . - . . 45* 

Free ... . 360" 

Traversing: bar assembly graduation . _ . . 800 mil 



AGO S200C 
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Fiffun 1-H. Antiaircraft Mount, MSS — 
major groups and as&mbUe*. 
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Maximum elevation 5.** 

Maximum depression _ . . . . 14' 

Least increment of deration . . 1 uU 

6. Antiaircraft Mount, MSB. 

Weight (overall} — - 144 1b 

Four legs U lb 

Base assembly . . . H Jb 

Elevator assembly 12 lb 

Cradle assembly 44 lb 

Ammunition box tray assembly ... 10 lb 

Height (overall) . 42 in 

Length of leg; 24 in 

Diameter of base (with leg assembled) . -52 In 

Maximum elevation 86* 

Maximum depression 29* 

Traverse _ 360 • 



AOD 4MSC 
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CHAPTER 2 
OPERATING INSTRUCTIONS 



Section I. SERVICE UPON RECEIPT OF MATERIEL 



2—1. Inspecting and Servicing the Equipment 

Refer to table 2-1. 

Table *— J. Service Upon Receipt of Material 



Step 



2 



3 
4 



Action 



Check for missing items. 

Note, J terns must *Ktee v-ith Jaaic Is- 
sue Items List, 

Machine Gun 
Field strip ami inspect for: 
Missing parts 
Proper assembly 

Caution: Make Certain buffer 
assembly does not contain oiL If 
so, notify organizational main- 
tenance personnel. 

Clean and lubricate, if necessary. 

Reassemble weapon, step 2, 
above. 

Not*. ln»t*H ap*re barrel assembly to 
mmkc certain It locks securely In receiver. 

[Check and adjust headspace and 
J timing 

[Hand function, using dummy 
J cartridge 112, 13*5-028-4384. 



Reference 



Appendix B 



Figfs. 1-2 and 
3-1 — 3-20 



Table 3-1 



Tables 2-3 
an<t 2-4 



IS 
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2 



1 

2 



Table t-1 — Continued 



Aetbn 



Tripod Mount, M3 
Clean and lubricate, if necessary 

Check traversing and elevating 
mechanism assembly for prop- 
er function. 

Antiaircraft Mount, ft 
Clean and lubricate, if necessary 

Examine mount for completeness 



Table 3-1 



'able 3-1 



Section II. CONTROLS AND INSTRUMENTS 



2-2. General 

This section describes the various controls and 
instruments and provides the operator/crew suf- 
ficient information to insure the proper opera- 
tion of machine gun, tripod mount, and antiair- 
craft mount. 



2-3. Controls and Instruments 

Refer to table 2-2. 

Table £-2, Controls and Instruments 



Contra] or 
instrument 


Function 


■ 

Reference 




Machine Gun 




Bolt latch 


To release the bolt from 


Fig. 2-12 


release 


the rearward position. 


Buffer tube 


To Lock the bolt latch re- 


Fig. 2^12 


sleeve 


lease in the open position 






to permit gun to fire j 






automatically. 




Back plate 


To secure/release hack 


Fig. Z-st 


latch 


plate on receiver of gun. 




AGO 52O0C 
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Table t-2 — Continued 



Control or 




Reference 


instrument 


Function 


Back plate 


To secure/release back 


Fig. 3^3 


latch lock 


plate latch. 




Trigger 


To fire the machine gun. 


Pig. 2-12 


Retracting 


To manually cock the ma- 


Fig. 2-12 


slide 


chine gun. 




assembly 






handle 






Cover latch 


To secure/release cover as- 
sembly. 


Fig. 3-18 


Front and 


To zero and accurately 


Figs. 3-1 


rear 


sight the weapon. 


and 3-6 


sights 






Trigger 


To connect trigger to sear. 


Fig. 2-3 


lever 






Plain 


To adjust timing- 


Fig. 2-3 


knurled 






nut 


Tripod Mount, M3 




Front leg 


Secures /releases front leg 


Fig. 2-5 


clamping 


of mount. Keeps mount 




handle 


secured in pre-deter- 
mined position. 








Pintle lock 


Secures /releases mount tri- 


Fig. 2-6 


assembly 


pod pintle on tripod 
head. 




Sliding 


Secures/releases travers- 


Fig- 2-5 


sleeve 


ing bar assembly to 
right rear leg. 




Indexing 


Permits legs to be extended 


Fig. 2-5 


lever 


by alining the stud on 




assembly 


indexing lever with holes 
in leg extension. Se- 
cures/ re leases legs by 
tightening/loosening leg 
clamping handle. 
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Table f-t — Continued 



Control or 
instrument 



Quick 

release 
pin 

Sleeve lock 
latch 

Sliding 
sleeve 
stop 



Front leg 
clamping 
screw nut 

Traversing 
bar 

assembly 
Yoke 



Cradle 
locking 
pin 

Rear 

mounting 
pin 

Front 
mounting 
pin 



Function 



Secures/releases rear of 
machine gun to/from 
traversing and elevating 
mechanism assembly. 

Secures/releases right Tear 
leg for correct extended/ 
open position. 

Provides support for 
mount by keeping tra- 
versing bar assembly 
and sliding sleeve in cor- 
rect position. 

Provides support to front 
leg when clamping han- 
dle is secured on leg. 

Secures?/ releases rear legs 
of mount when in 
locked /unlocked position. 

Provides support with 
quick release pin in 
installing/removing ma- 
chine gun from rear of 
mount. 

Antiaircraft Mount, M63 

Secures cradle in hori- 
zontal or vertical posi- 
tion. Releases when ele- 
vation change is desired. 

Secures/releases rear of 
machine gun to mount. 

Secures/ releases front of 
machine g^in to mount. 



Reference 



Fig. 2-6 



Fig. 2-5 



Fig. 2-5 



Fi£. 2-7 



Fig. 2-6 



Fig. 2-6 



Fie. 2-9 



Fig. 2-9 



Fig. 2-9 
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TabU Continued 



hutrumnt 




Beferenc* 


r iruig 

handle 

rod 


with side plate trigger 
assembly to fire machine 
gun. 


Fie 2-14 


Side plat* 
trigger 
assembly 


Actuates sear slide to fire 
machine gun. 


Fig. 2-14 


Pintle lock 
clamp 


Secures/releases pintle of 
cradle and yoke' assem- 
bly to/from elevator as- 
sembly. 


Fig. 2-8 


Ammunition 
box tray 
lever 


Secures /re leases ammuni- 
tion box tray assembly 
to/from cradle. 


Fig. 2-10 


Headless 
shoulder 
pin 


When depressed, locks/re- 1 
leases ball bearing as- 1 
semby for removal/in- 
stallation of the elevator 
assembly, 


Fig, 2-8 


Leg alining 
tag 


Provides positive lock of 
mount leg with mount 
base. 


Fig, 2-8 


Rear 

pressure 
strap 


Maintains required pres- 
sure on ammunition box 
to insure continuous 
feeding of ammunition 
into machine gun. 


Fig. 2-13 


Top 

pressure 
strap 


Insures rapid, continuous 
feeding of ammunition 
into gun by keeping 
belted ammunition from 
twisting while holding 
| ammunition in place. 


Fig. 2-13 
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Table S-t — Continued 



Control ot ! 
ixaitrumeiit 


Function 


Reference 


Lock 

assembly 


Secures /releases elevator 
assembly to/from iixed 
position when machine 
gun is being fired. 


;Fig. 2-8 


Machine 
gun grips 

i 


Permits operator to con- 
trol, aim T and fire ma- 
chine gun + 

i 


Fig". 2-14 



Section IN. OPERATION UNDER USUAL CONDITIONS 



2-4. Preparation for Operation 

Refer to table 2-3. 

Table 2-3. Preparation for Operation 



Step! 



2 
3 
4 



1 

2 

3 
4 
5 
6 



Machine Gun 

Perform "before firing" preven- 
tive maintenance checks and 
services. 

Check and/or adjust headspace. 

Check and /or adjust tuning. 

Install barrel carrier assembly. 

Tripod Mount, M3 

Open tegs on tripod head group. 

TnstaJl traversing and elevating 
mechanism assembly. 

Install machine gun on mount. 

[install barrel assembly. 

[Check and/or adjust headspace. 

[Check and/or adjust timing. 



Table 3*3 



Table 2-4 
Table 2-5 
FJg. 2-4 



Fig. 2-6 
Fig. 2-6 

Fig. 2-6 
Fig. 2-7 
Table 2-4 
Table 2-6 



\QQ 52MC 
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Table S-Z — Continued 



Step 


Procedure 


Reference 


1 


Antiaircraft Mount, M63 
Install mount legs on base 

assembly. 


Fig, 2-8 


2 


Install elevator assembly* 


Fig. 2^8 


3 


Install trigger frame and cradle 
and yoke assemblies and cradle 
locking pin to hold in hori- 
zontal position. 


Pig. 2-9 


4 


Install ammunition box tray 
assembly. 


Fig. 2-9 


5 


Lock lever of tray assembly. 


Fig. 2-10 


6 


Install machine gun on mount 
with the front and rear mount- 
ing pins. 


Fig. 2-11 




-Vrfp- After instillation of machine gun, 
irmfce certain spring plunder lock 

itfrnlilv i-c in ~f lu> lrvlr**ri "nrmiHiTi f*i tnl nrPVRIYt 

accidental firing of machine pun. 


Fig. 2-14 


7 


Install barrel assembly. 


Fig. 3-1 


a 


\j I J KL ft. <& Liuy LrX uliJUuL J ICBUOyo 


Table 2—4 


9 


Check and/or adjust timing. 


Table 2-5 



2-5. Checking and Adjusting Head space 

Refer to table 2-4. 



2-6* Checking and Adjusting Timing 

Refer to table 2-5. 

IS 
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Table Checking and Adjusting Head&pace 



Note. HcadspRce must be checked each 
and every time the barrel is assembled to 
the machine i;un for firing. 

Warning : I mproper h eads pace 
can cause malfunctioning of the 
machine gun and frequent dam- 
age to parts and/or injury to per- 
sonnel. 



Open cover. 

Retract bolt (approximately 3/8 
inch) using retracting slide 
handle until locking lug on 
barrel locking spring is cen- 
tered in hole of right side 
plate of receiver. 

Hold bolt in above position and 
screw barrel fully into barfel 
extension. 

Note* rfbauld handle "be released, the re- 
coiling" port* will remain out of battery 
position (a separation will exist between 
barrel extension and trunnion block) . 

With handle retracted, unscrexv 
barrel two notches (clicks). 
Release handle. 

Cock machine gun. 

,V P tc. With, machine srun cocked, nrinjr 
pan is withdrawn into face of holt allow, 
intr headspace k»k< to be inserted into 
T-slot on bolt. 

Caution: Do not fire machine 
gun when headspace gage is in 
T-slot. This could damage firing 
pin and gage. 



Fig. 3-1 
Fig. 3-1 



Fig. 3-1 



Fig. 3-1 



Fig. 2-1 
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Table S-l — Continued 



Stn> 


Procedure 


Reference 


6 


Hold handle, release bolt and al- 


Fig. 3-1 




low bolt to return to battery 






position slowly to prevent bolt 






slamming. 




7 


Retract recoiling parts approxi- 






mately 1/16 inch to insure that j 




locking surfaces of breech lock 






and bolt are in nrorier contact. 




S 


Raise extractor. 


Fig:. 2-1 


9 


Insert GO end of headspace gage 






into center of T-slot between 






ia.ce ox ooit and barrel. 










10 


If uU end or ga^e enters T-slot, 






to center ring of gage, and 






t"hf* NO frO f*Tiri will nnLH jvntpr 






llC AU *1 J Eh V,UI 1 CTL 






rieaaspace too l lgnt 






Ji nu oi gage W3 ii not enxer 






T-slot free I v.* Derforni follow- 






ins; orocedures ■ 




U 


Retract bolt, step 2 above. 




12 


Unscrew barrel one notch (click). 


Fig. 3-1 




Return parts to battery po- 






sition. 




13 


Retract recoiling parts, step 7 






above. 




14 


Check headspace, step 10 above. 






Headspace Too Loose 






If NO GO end of gage enters 


Fiff. 2-1 




T-slot, perform following pro- 




! 


J cednres : 
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Table f-i^Continued 



step 

i 


Procedure 
— ■ - . — - 


Reference 


15 

16 

■ 

■ 

18 • 


Retract bolt, step 2 above. 

Screw barrel into barrel exten- 
sion, one notch (click). Re- 
turn parts to battery position. 

Retract recoiling parts, step 7 
above. 

Check headspace, step 10 above. 

Wole, Tf proper heads pace adjustment 

ennnot be obtained, notify organizational 
mi E tite-n ance perso n ne] . 




Took 2-5. Checking and Adjusting Timing 


Step 


Procedure 


Reference 


1 

2 

4 

5 

■ 
■ 

1 

\ 

AGO 


Insure headspace is correct- 
Cock machine gun- (Retract bolt 
assembly to rear position and 

siowly release to forward po- 
sition.) 

rw»iHtt eALiiiCLor. 

Retract bolt sufficiently to insert 
NO FIRE (0.116-inch) gage 
between trunnion block and 
barrel extension group. Re- 
lease retracting slide handle. 

Depress the trigger. The firing 
pin SHOULD NOT RE- 
LEASE. In the event it does 
release repeat steps 2 and 3. 

Warning: Do not attempt to 
remove back plate unless the 
bolt is in forward position. 
Do not attempt to cock machine 
gun without the back plate as- 
sembled to machine jrnn. 

S200C 


Table %A 

t*" 4S. n i~> 
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TcbU f -5— Continued 



sup 



Proredui 



Remove hack plate. 

Screw the timing adjustment nut 
all the way down (counter- 
clockwise). 

Place the FIRE <Q.02G-inch) 
gage between trunnion block 
and barrel extension group. 
Release retracting slide handle. 

Attempt to release firing pin by 
lifting up on rear end of 
trigger lever. 

Screw up (clockwise) on timing 
adjustment nut one click at a 
time and attempt to release 
firing pin after each click until 
the firing pin does release. 
When the firing pin dot'.- re- 
lease move the adjusting nut 
two more clicks clockwise 
(up). 

Replace back plate assembly. 

Repeat steps 2 through 5. The 
firing pin SHOULD NOT RE- 
LEASE. 

Repeat steps 2 and 3. 

Place FIRE gage between trun- 
nion block and barrel exten- 
sion and attempt to release 
firing pin by preying the trig- 
ger. Thp. firing pin SHOULD 
RELEASE. 

Wote. If proper tSmin* idjwtami «HI- 
IU>t b* Obtained, notify or.-. ..i.-nl 
m»5 nimmcr 



Pig. 3-3 
Fig. 2-3 

Fig. 2-3 



Fig. 2-3 



Fig. 3-3 



_ 
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Figure Checking ti#* ndjiistiyig timing. (1 of Z> 




F^ure S-J- Chicking and adjuttfng timing. (2 of 2» 



REMOVE 




STEP I: 



CASK ICS ASSEMBLY. 



NOTE. HOLD bWEL ASSEMBLY 50 THAT MUZZLE 
END IS OOWN AFTER SLIDING CARRIES 
ASSEMBEY ON. 




BARREL 
ASSEMBLY 

AT INSTAIXAIION. INSER1 
END OF BOLT INTO OROOl 

STEP 2: BEMQVE/lNSTAEL BAUtEL 



Figure i-i. /jwtaJtofaon/remwoi */ barrel earner (wre^&fr. 



NOTE. AI EfclflAttttEf. 
LOOWN PtONT LEG 
CLAMMING KANDll AMO 
POSITION MONI LEG AS 
UQUUUO. 




FROM LEG 



STEP I: OPIN/CLOStraONF 



LEGS 



HOTEr WHEN IWMAUINC CUN ON 
MOUNr. tHiPOCU&i 'HOOlDK 

ttAltli Will I N I "•> Gf CJUNO . 



itlOiNC 5LFIVP 

Stop 



TMVE*5InG »** 
ASSEMBLY 




SLEEVE LOCK 
1ATCH 



HOFll MAM CtMAIN 
:UR60. 



Figure MS. Instaitation/removai of Tripod Mount, MS. 




U4K 



Fipur* t-e. ln*taUatian/* em oval of machine ffun <m Tripod Mount, Aft. (1 of 2) 




Figurt t-7. /mtoitaUon/remevai of nwhint ff un on Tripod Mount, MX. (2 of 2) 




Figure fntialtation/reitwvai of Antiaircraft Mount, MflJ. (1 of Z\ 




Figure t-9. Inotaltation/rcmoval of Antiaircraft Mount. M6S. (2 of S) 




Fiffurm t-tO. Inttaltation/removai of Antiaircraft Mount, AfffJ. (3 of S) 
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S-tl. InBtaUaton/rinwwU of machine ffun <m Antiaircraft Mount. M<H. 



2-7. Firing Procedures 

Refer to table 2-6. 

Table Firing Procedures 



Step 


Procedure 


Reference 




Nate. Select type of fire d«i«d as 

outlined Wow. 




i 
i 
i 


Semiautomatic Fire 
The bolt latch release must be in 
the up position (not locked 
down). For each round fired, 

■a™ "^ar - ■ » bmbh w aV ^a aw ^™ r 

press the bolt latch release, 
then the trigger. 

Warning, When bolt Utch re- 
lease and trigger are both held 
down, machine gun will lire auto- 


Figs. 2-12 
and 2-14 




Automatic Fire 
Press bolt latch release down and 

lock by turning the sleeve lock 
| on the back plate buffer tube 

sleeve. 


Tigs. 2-12 
and 2-14 


1 

2 

3 


Firing Machine Gun on Tripod 

Mount, MS 

Loading 

Open ammunition box cover or 
remove the cover. 

Open machine gun cover and in- 
sert the double loop end of am- 
munition in feed way until first 

1 ing pawls. 

j Close cover of machine gun. 


Fig. 2-12 


4 


Half-Load Machine Gun 
Retract the retracting slide 
handle assembly, pulling the 


Fig. 2-12 



34 
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Table 2-6— Continued 



Step 



Procedure 



bolt all the way to the rear. Re- 
lease handle. 

Note. If machine kuti i 5 B et for SEMI^ 
AUTOMATIC FIRE the bolt assembly *.i3l 
r*m«in in rearward position. In this 
event move the retracting handle forward 
before releasing Ih* bolt uritti the bolt 
release. If the machine gun ia act for 
AUTOMATIC FIRE the retracting han 
die will go forward with the bolt when 



Fully Load Machine Gun 
Repeat step 4, 

Press trigger to fire the machine 
gun. 

Note. For immediate action in caB« of 
failure to fire, refer to table 2-7. 



F 



iff- 2-12 



Removing Ruptured Cartridge Case) 
Open cover, remove ammunition 
belt. 

Clear the machine gun of all live 
ammunition. 

With the holt in the forward 
position, insert the ruptured 
cartridge case extractor into 
the feed way and hook the cart 
ridge extractor assembly of the 
bolt over the ruptured cart- 
ridge case extractor. 

Close cover, retract the holt and 
release to forward position. 

Retract the holt and the ruptured 
cartridge case and extractor 
will he extracted from the 
chamber. 

In the event step ^ does not re- 
move the ruptured cartridge 



Fig. 2-15 



and 2-7 



AGO 5K»*c 
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Table f-*— Continued 



Step 



I 



8 



1 



case, remove the barrel 

bly and barrel carrier 
bly and install the spare 
and carrier. 



barrel 



N&te. In the event that the ruptured 
part rid ffc esse eannot be removed notify 
prgwnisattansl mainte nance person neL 

Adjust headspace and timing. 

Load and continue firing until 
time permits to extract the 
ruptured cartridge case from 
the barrel. 

Not*. As soon mm possible notify orgsni- 
utkiDSLl maintenance personnel to replace 
flash hkJer sssemblF. 

Firing: Machine Gun on 
Antiaircraft Mount, M63 
The loading: and firing procedures 
are the same as those for the 
mount, M3, except the machine 
gun is fired by pressing the 
machine gun grips which con- 
trol the fixing lever connected 
by a linkage to the side plate 
trigger mounted on the left 
aide plate of the machine gun. 

Note. The side plat* trigger operates 
through the side slate to the sear slide 

on the bolt assembly. The sear slide roost 
be assembled into the bolt sssembly from 
the LEFT SIDE so the square end of the 

slide will mate with the «ide plate 



Tables 
and 



Figs. 2-13 
and 2-14 



The machine gun may be fired 
using the trigger on the back 
plate, if desired^ 

The mount and machine gun can 
be traversed by unlocking the 



36 



AGO saooC 



Table £-6 — Continued 



2 
3 

4 
5 



lock assembly on the elevator 
assembly. 
The firing lock assembly on the 
left side of the trigger frame 
is used as a safety. The cradle 
lock pin must be removed to 
eievate or depress the machine 
gun- 

After Firing 
Raise cover and remove ammuni- 
tion belt. 
Close cover. 

Retract bolt and lock in rear- 
ward position. 

Hajse cover and inspect chamber. 
Hold handle, release bolt, and al- 
low bolt to move slowly 

forward. 
Press trigger. 

Warning, When machine gun 
has been in action, clear nut' 
chine gun before anyone move* 
in front of muzzle. Clearing 
consist* of unloading the ma- 
chine gun, but not releasing the 
bolt or pressing the trigger. 
Perform after-operation preven- 
tive maintenance checks and 
services. 

Removal of Machine Gun and 
Tripod Mount, M3 
Refer to figures 2-5 through 2-7. 
Removal of Machine Gun and 

Antiaircraft Mount, M63 
Refer to figures 2-8 through 
2-11. 



Table 3^3 
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Figure S-1S- hooding, firing and unloading of 
machine pun on Antiairtrnft Mount. Affiff. (1 o1 2) 




FiQiiri 1-14. Loading, firing and unloading of machine 0Utt on Antiaircraft 

Mount, M6S. (2 of 2) 




figure t-lS. Rmwval of rap tar «i cartridge owe. 



2~3» Wring Malfunctions 

a. General The malfunctions classified as mis- 
fires, hangfires, cook-off s and stoppages are nor- 
mally the result of improper weapon or ammuni- 
tion maintenance and/or the use of unauthorized 
ammunition. The precautions described below are 
applicable to each specific type of malfunction 
rather than the occurrence of the malfunction in 
a specific weapon. AH personnel concerned will 
know the nature of each malfunction, described 
below, as well as the proper preventive and cor- 
rective procedures in order to avoid injury k 
personnel or damage to materiel. 

b. Misfire, Hangfire, Cook-off ', and Stoppage. 
{1) Misfire. A misfire is the failure of a 

chambered round to ignite when the firing mech- 
anism is actuated. Such failure can be due to an 
ammunition defect or faulty firing mechanism in 
the weapon, A misfire in itself is not dangerous, 
but because it cannot be immediately distin- 
guished from a hangfire, it should be handled as 
described in table 2-7. 

Warning. Because of the possibility of a 
cook-off, (3) below, never attempt to remove a 
round that is chambered in a very hot weapon. 
AH personnel should emain dear of the breech. 

(2) Hang fire. A hangfire is a delay in the 
igniting of the propellant charge after the primer 
has been struck by the firing pin. It is not easily 
distinguished from a misfire. Time intervals pre- 
scribed in table 2-7 must be observed before open 
ing the cover after a failure to fire. 
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Warning. During the prescribed time in- 
tervals, the weapon will be kept trained on tile 
target and all personnel will stand clear of the 
barrel assembly, 

(3) Cook-off. A cook-off is the igniting of a 
round, caused by the heat of a very hot barrel, 
and not caused by actuating the firing mechanism. 
Observe the same precautions as for a hangfire. 
A cook-ofF may be avoided by immediately firing 
ammunition loaded in a hot machine gun or by 
unloading the weapon in the time specified in 
table 2-7. 

(4) Stoppage. Stoppage is any interruption 
in the cycle of operation caused by faulty action 
of the machine gun or ammunition. Any stoppage 
must be handled as a misfire. 



c. Immediate Action in Case of Failure to Fire 
Refer to table 2^7, 

Table 2-7. Immediate Action in Case of Failure to Fire 



1 
2 



Cool Weapon 

When a stoppage occurs (failure to fire) before 
completing a 150-Tound aeries (starting from a 
cool machine gun) , perform the steps listed below, 
in given order: 

Note. Keep weapon trained on target. 

Wait 5 seconds in the event of a hangfire. 

Retract bolt, and push retracting slide handle 
forward. 

Depress bolt latch (when applicable) to return bolt 
to battery position. 

Depress trigger and attempt to Are. 

Not*. It the iwK Imteh refeue *nd trlner «n d*p««*l at the 
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Table Continued 



time, the bolt forward and the weapon mhouM Jire 



If weapon still fails to fire, wait 5 seconds, retract 
bolt (engage with bolt Jatch) and return handle 
forward. 

Note. If the bolt Latch release fa In locked ( depressed ) (Ktuiijoii, 
the bolt hu moved forward and another round can "be diKmbervd, 

Open cover assembly, and remove belted ammunition. 

Note, Inspect to insure weapon is clear. 

Check to determine cause of stoppage, refer to table 

Hot Weapon 

When a stoppage occurs (failure to fire) after firing 
150 rounds, either spasmodically or continuously 
within 2 minutes, perform the steps listed below, 
in given order: 

Caution: Do not open cover assembly. 

Wait 5 seconds in the event of a hangfire. 

Immediately retract bolt, and return handle forward. 

Warning. The danger of a cook-off exists when the 
barrel is hot. Immediate action must be applied 
within 10 seconds. Under NO circumstances will 
the cover be opened during this period. 

Attempt to fire by depressing bolt latch release and 
trigger at the same time. 

If firing cannot be resumed, repeat steps 1 and 2 
above and perform following procedures: 

1 — Open cover assembly, and remove belted ammuni- 
tion. 

Note. Inapcct to injure ueajKin h> clear. 

2 — Check to determine cause of stoppage, refer to 
table 3-4. 

If the bolt cannot be retracted when applying im- 
mediate action, the bolt must remain locked in 
battery position {do NOT open cover assembly). 
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6 



Allow weapon to cool at least 5 minutes to guard 
against a cook-off. After waiting 5 minutes, per- 
form the operations outlined for a cool weapon. 

In the event a misfire occurs after an intentional 
cessation of firing, and the bolt is forward at time 
trigger is depressed, the bolt must remain locked 
in battery position (do NOT open cover assembly). 
Allow weapon to cool at least 5 minutes to guard 
aaginst a cook-off. After waiting 5 minutes, per- 
form the operations outlined for a cool weapon. 



Section IV. OPERATION UNDER UNUSUAl CONDITIONS 

2-9. Operation in Extreme Cold 

a. All moving parts of machine gun and mounts 
must be kept free of moisture. Before firing in 
temperatures below 0° F,> completely disassemble 
and clean all parts of the machine gun and oil 
with weapons lubricating oil, LAW (MIL-L- 
14107). 

b. When the machine gun and mounts are 
moved indoors they must be brought to room 
temperature, cleaned, and lightly oiled with LAW. 

e* If the machine gun has been fired, the bore 
must be immediately swabbed out with several 
patches satured with CR (MII^C-52399), use dry 
patches to remove all solvent film. 

1-10. Operation in Extreme Heat 

In climates where temperature and humidity are 
high, the weapon and mounts should be 
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thoroughly inspected daily, and if necessary, dis- 
assembled to permit drying and oiLing of parts. 

2-11, Operation in Dusty or Sandy Areas 

a. In climates where sand and dust can enter 
the working parts and bore of the weapon, the 
machine gun should be disassembled and wiped 
clean at ]east once daily. 

b. The lubricants on exposed and noncrltieai 
operating- surfaces of the mounts should be wiped. 
This will prevent windbown sand from sticking 
to the lubricating oil and forming an abrasive. 

c. Immediately upon leaving sandy terrain, 
clean and lubricate with general purpose lubricat- 
ing oil, PL special (MII^I^644). 

d. After handling, wipe with a dry cloth to re- 
move perspiration which will cause rust. 

e. During sand or dust storms the machine 
gun and mounts should be kept covered, if pos- 
sible, 

2- 17. Operation in Hot, Humid or Salty Atmosphere 

Hot, humid, or salty atmospheric conditions 
necessitate more frequent cleaning and lubri- 
cating of bore and exposed metal surfaces. When 
weapon and mounts are not in use, cover surfaces 
with a film of general purpose lubricating oil, PL 
special, and keep covers in place. 

3- 13. Operation After Exposure to Water 

After exposure to water (accidentally splashed 
or submerged), water seepage into lubricated 
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parts will occur. Drain, wipe dry, clean and lubri- 
cate the weapon and mounts which have been 
exposed to water, especially salt water, as soon 
as practical. 
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CHAPTER 3 
MAINTENANCE INSTRUCTIONS 



Section I. OPERATOR'S TOOLS AND EQUIPMENT 
3-1. Special Toofi and Equipment 

Refer to appendix B, 

Section II. LUBRICATION INSTRUCTIONS 
3-2. Cleaning and lubrication Material* 

Refer to table 3-1 for cleaning and lubrication 
materials and stock numbers for requisitioning 

purposes. 

3-3. Detailed Lubrication Information 

Refer to table 3-2. 

3-4. Reports and Records 

Report unsatisfactory performance of material 
or adverse effect of prescribed lubricants and 
preserving materials, using DA Form 2407, Main- 
tenance Request. 
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TdtU 3-1. Materi 


ah Required for Maintenance Fittietien* 


F«4er*l stock 

No. 


Item 


B020-244-0153 


BRUSH, ARTISTS: metal, ferrule, 
flat, chisel edges, 7/16 w, 1-1/8 Ig 
exposed bristle 


7920-205-2401 


BRUSH, CLEANING, TOOL AND 
PARTS: Rd, 100 percent tampico 
fiber, 1-1/16 at ferrule brush dia, 
2-7/8 dear of block brush lg 


6850-965-2332 


CARBON REMOVING COMPOUND: 
(P-C-lll) (5 gal pail) 

CLEAJMlNli WJ Jn rU U IN JJ oULiVUnil 

(CR| 


6850-224-6656 


2 oz can 


6850-224-6657 


6 oz can 


6850-224-6663 


1 gal can 


5350-221-0872 


CLOTH, ABRASIVE: crocus, ferric 
oxide and quartz, jean -cloth -backing, 

Cioseu coating, 3 w r 11 it>, wi BJi-sieev i e 

<CA) 


6850-281-1985 


DRY CLEANING SOLVENT: (SD> 
(1 gal can) 

LUBRICATING OIL, GENERAL 
PURPOSE; (PL Special) 


9150-273-2389 


4 oz can 


9150-231-6689 


1 qt can 


9150-292-9689 


LUBRICATING OIL, WEAPONS*: 
(LAW) (1 qt can) 


7920-205-1711 


RAG, WIPING: cotton (50 lb bale) 
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USUAL CONDITIONS 
Machine Gun 

Immediately after firing; dean all powder fouled 
surfaces with (CR) solvent cleaning compound 
(MII^C^523$9). 

Caution: Do „ot use cleaning solvent to clean back 
plate assembly. Use clean cloths to remove foreign 

I matter. Lubricate exterior VERY LIGHTLY with 

fcfl crturated clotK 

Disassemble machine gun into major groups and 
assemblies (figs, 3-1 through 3^20). 

Wot*. Whit* arrows sho^r, on iriwtratlan. Indicate dfeaasemUy. 
black »rrow» indicate assembly. 

Clean the components with SD, dry cleaning solvent 
(P-D-680). 

Wipe dry and oil with PL special (HIL-L~644) gen- 
eral purpose lubricating oil, above 0' or LAW 
(MTI^L-14107), weapons lubricating oil, below 0° 
Thereafter, clean and oil as above every 90 days, 
unless inspection reveals more frequent servicing 
is required. 

Assemble the major groups and assemblies (figs 3-1 
through 3-20). 

Remove oil from barret bore before firing. 

Tripod Mount M3 

Disassemble mount into major groups and assem- 
blies <%s. 2^6 through 2-1), 

Clean with SO, dry cleaning solvent (P-D-680). 

Net*. The tcmverftinjr and dentin* mechankm aaaemblr will 
be cleaned wfth a dry doth only. 

Wipe dry and oil moving surfaces with PL special 
(MlLr-L-644), general purpose lubricatin* oil- 
above 0° or LAW {MIL~L-141OT). weapons 
eating oil, below 0*. 



Table $-t — Continued 



Step 



3 



3 



lereafter, clean and oil as above every 90 days 
unless inspection reveals more frequent servicing is 
required. 

Assemble the major groups and assemblies, (Reverse 
s in figure 2-5 through 2-1). 

Antiaircraft Mount M63 

Disassemble mount into major groups and assemblies 
(figs. 2-8 through 2-10). 

Clean with SD, dry cleaning solvent (P-D-680). 

Wipe dry and oil all moving surfaces with PL special 
(MIL^L-644), general purpose lubricating oil 
above 0" or LAW (MIL^L-14107) , weapons lub- 
ricating oil, below 0°. 

Thereafter, clean and oil as above every 90 days 
unless inspection reveals more frequent servicing 
is required. 

Ne*e. Every 30 days notify organisatknial maintenance penon- 
ne^for inspection and am«inR with artillery frr**a* (GAA) 
V10BU) of the bearing sleeve and bear in? assembly, if 

FT- 

Assemblp the major groups and assemblies 
steps in figures 2-8 throufl* 2-101. 



(Reverse 
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UNUSUAL CONDITION 
Machine Gun and Mounts 

educe lubrication intervals if inspection indicates 
rust or corrosion* 

hanging grade of lubricants: 

a. Lubricants are prescribed in accordance with 
mperature ranges: above aero and be tow zero. 
6. When to change grade of lubricants is deter- 
ined by maintaining a close check on the operation 
of the weapon during the approach to change over 
sriods in accordance with weather forecast data. 

i extreme cold weather lubricate sparingly. 
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NoU, Make certain aU part* are dry and free from condensa- 
tion, then lubricate. 

Extreme hot weather or humid salt-air wnditioits 
require more frequent servicing since these con- 
ditions tend to dissipate the lubricants. 

Lubricated surfaces are to be inspected and cleaned 
of fouled Lubricants under sandy or dusty condi- 
tions. 

After immersion, or as soon as tactical situation 
permits, accomplish steps 2 through 6, under usual 
conditions. 



Section ML PREVENTIVE MAINTENANCE 



CHECKS AND SERVICES 

3-5. General 

To insure that the machine gun and mounts are 
ready for operation at all times, they must be 
inspected systematically so that defects may be 
discovered and corrected before they result in 
serious damage or failure. The necessary pre- 
ventive maintenance checks and services to be 
performed are listed in table 3-3. The item num- 
bers indicate the sequence of minimum inspection 
requirements. Defects discovered during opera- 
tion will be noted for future correction, to be 
made as soon as operation has ceased. Stop opera- 
tion immediately if a deficiency is noted which 
would damage the equipment if operation were 
continued. All deficiencies, shortcomings, and cor- 
rective action taken will be recorded on DA Form 
2407 at the earliest opportunity. 



52 



AGO SWC 



I 



i 



r 





A 



3 



3 3 2 



E 



E 



ta 

E 



fa 



I 



g 

1 

3 



53 



8 



o 

< 



Q. ~ 

a* 



8 



I i « 



J! 



© 



CI 
> 



.5 O 

S s 



1*11 

m S m 



5 c 
< 



0* 



S3 - S j> 




c 

I 





A 



vmi 



X 



« X 



X 



AGO E20AC 



53 



Operator 



B 
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Tabls 3-3 — Continued 



lUm to be 

impacted 



slide 

assembly 

Headspace and 

timing 
Tripod 

Mount, MS 

Traversing 

and elevating 
mechanism 

assembly 

Leg and tripod 
head 



»™ Before operation 

D — During Operation 



A — After operation 

W-W«kly 



Procedure 



sure fredom of movement. 

Check and/or adjust headspace and tim- 
ing. 



Make certain sleeve is secured to the 
traversing bar assembly when tra- 
versing slide lock lever is in locked 
position. Traversing and elevating 
handwheels must function properly. 

Legs must be forced slightly apart and 
must contact side of tripod head to in- 
sure rigidity of mount. Pintle must 

be secured to tripod head by pintle 
lock assembly. 



Reference 



Tables 2^4 and 
2-f> 



Fig. 2-6 



Figs. 2-6 
2-6 



and 





Antiaircarft 
Mount, M68 

Ammunition 

box tray 
assembly 
Trigger frame 
assembly 



Side plate 
trigger 

Cradle and 
yoke 

assembly 
Mount leg r 

elevator 
assembly t 
and base 
assembly 
group 



Check lever for proper functioning. 



Fig, 2-10 



Fig. 2-14 



Check positive action of machine gun 
grips and firing handle rod to operate 
side plate trigger assembly. Check 
lock assembly for proper functioning 

Determine that aide plate trigger aa- 1 Fig, 2-14 
sembly is secured to side of machine 
gun and operates freely. 

Check front and rear mounting pins- and | Fig. 2-9 
cradle locking pin to insure that they 
operate freely. 

Examine pintle lock clamp for freedom | Fig. 2-8 
of operation. Check lock assembly for 
freedom of operation. Toggle bolt 
should operate freely. Check alining 
lug on Leg for damage. Check headless 
shoulder pin on base assembly for 
freedom of movement. 



Section rV. TtOUBUSHOOTING 



3-6. Troubleshooting Procedures for Mochine Gun 

Refer to table 3-4. 

Note. For malfunctions encountered hut not listed, or 
if corrective action does not remedy condition, notify or- 
ganizational maintenance personnel. 

3-7* Troubleshooting Procedures for Tripod Mount 
M3 and Antiaircraft Mount M63 

When the mounts fail to traverse and elevate or 

the machine gun cannot be properly secured to 

mounts, refer to organizational maintenance per- 
sonnel. 



Table Troubleshooting 



Malfunction 








Machine Gun 




Failure to feed 


Defective 


Remove damaged 


to feed 


ammunition belt 

i 


link or reposi- 
j tion rounds 




Defective 


Remove faulty 




ammunition 
( short round) 


round 




Improper tuning 


Adjust timing 
(table 2-^5) 


Failure to 


Obstruction in 


Remove obstruc- 


chamber 


barrel assembly 
chamber or 


tion; clean and 
lubricate, as re- 


Failure to lock 


receiver group 
Damaged round 

Heads pace too 
tight 


quired {table 3-2) 
Remove round 

Adjust headspace 
(table 2-4) 


Failure to fire 


Improper timing 


Adjust timing 
(table 2-5) 
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Fiffure Continued 



Matftrnetkm 


PnbtU»<awe 






Defective 

-m rn m titi i 4*! Aft 


Remove round 




Incorrectly 

assembled sear 


Assemble correctly 




slide 






Obstruction in 
firing pin well 


Remove obstruction, 
clean and lubri- 
cate as required 
(table 3-2) 


Failure to 
unlock 


Defective 
ammunition 
(short recoil) 


Remove round 


Failure to 
extract 


Defective 
ammunition 
(ruptured car- 
tridge case) 

Headspace too 
loose or inde- 
pendent move- 
ment between 
the bolt and the 
barrel and bar- 
rel extension 


Remove round 




Adjust headspace 

(table 2r-4) 




Defective barrel 
assembly 

(pitted cham- 
ber) 


Replace barrel as- 
sembly (fig. 3-1) 


Failure to eject 


Defective ammu- 
nition (short 
recoil] 


Clear and reload 
machine gun 


Failure to cook 


Incorrect timing 


Adjust timing 
(table 2-^1 
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S^ripn V. MAINTENANCE 0* MACHINE GUN 



3-«. Rernoval/tiutallaften 

Refer to table 

ft-*. Dii«si«mblY/A«#mbly 

Refer to figures 3-1 through 3-20. 

Note. White arrow* shown on illustrations indicate dis- 
assembly, black arrows indicate assembly. 

3-10. Cloanine, liwpettion and Repair Pfocadum 

Warning. Before starting an inspection, be sure 
to clear the weapon. Do not actuate the trigger 
until the weapon has been cleared. Inspect the 
chamber to insure that it is empty, and check to 
aee that no ammunition is in position to be intro- 

a. Clearing, Refer to table 3-2. 

b. Inspection. Refer to table 3-5. 

e. Repair. Replace barrel assembly (fig. B-l) 
if damaged, or unserviceable. Evacuate machine 
grun to organisational maintenance personnel for 
further repair. 
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Figure J * nwuBembkf/aMMmbty of Caiibtr .SO Mmehmt Gwn, Mt. <2 of 20) 



fiEMOVC 




BACK PLATE LATCH 
frACK PLATt LATCH lOCK 



CAUTION: flE SLRl BOLT IS IN THE FORWARD POSI- 
TION WHEN REMOVING BACK PLATE ASSEMBLY. 



REMOVE; PULL OUTWARO ON LOCK, POLE UP 'ON 
LATCH AND SHOE SACK PLAU ASSEMBLY FROM 
RECEIVER. 



INSTALL: RACK PLATE AS5EM41Y IN RECEIVER 
GROOVES, PUU OUTWARD ON LOCK, PULl UP 
ON IATCH AND SLIDE DOWN UNTIL ENGAGED 
IN RECEIVER. 
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Figure J-J. Di*a***mbty/aa*embly of Calibtr .SO Machine Gu«, (3 of 20) 
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*IA«X IN>I*U C*MNG VfB|*gO 



■I CHAC'INC 




iMOiHOIB PIN 



-.u.i 



AllME 6<3LI SfbD WITH 

mo i in waive r 



tEWACt WMUOlNG illN HAND If 



/^r« DMMfemWv/MJCTnAiv Cafflm- -50 Muhnu Gun, M«. (4 Of 20) 





Figure S-S. Di*a*eembl V /aa*embty of Caliber .50 Machine Gun, jM«. (6 of 20) 




3 



jT - 



COCKING LEVER , 



I REAR SIGHT 
ASSEMBLY 




INSTALLATION NOTE: 

1- BEFORE INSTALLING MAKE CERTAIN 
COCKING LEVEB IS FORWARD, 

2- PUSH BOtT FORWARD INTO RECEIVER 
UNTIL BOLT LATCH ENGAGES NOTCHES 
N TOP OF BOIT. 

CAUTION: WHEN INSTALLING BOLT 
CROUP. DO NOT "IP ACCELERATOR. 




Figure 3-4 fluuMeaiWy/MremWy of Calibtr SO Machine Gvn, Mt- (6 of 20) 




t 




CARTRIDGE 
EXTRACTC* 

INSTALL: BOLT SWITCH AND CARTRIDGE 
EXTRACTOR SO THAI GROOVES IN SWITCH 
ALINE WITH GROOVES Of BOLT FC* LEFT 
HAND <L) FEED. 

REMWE^NSTAIL BOLT SWITCH AND CARTRIDGE 
EXTRACTOR* 





COCKING LEVER 
IN THIS POSITION 



RELEASE FIRING PIN SPRING. 
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Fiffurt S-?. Disattembtv/Mftmbty of Cobber JO Machine Gkb. JOT. (7 of 20) 




COCKING 
LEVER PIN 



DISENGAGE COCKING LEVER PIN. 



CAUTIONj PUSH COCKING LEVER 
FORWARD BEFORE ASSEMBLY INTO 
GUN. 




REMOVE y "xp|N 

NOTE: AFTft ASSEMBLY, PUSH LEVER TO ITS 
REAR POSITION. PRESS IN ON SEAR SLIDE, 
A SHARP CLICK WILL IN 01 GATE BOLT GROUP 
JS IN WORKING ORDER. 

REMOVE/INSTALL COCKING LEVER AND 
COCKING LEVER PIN. WE }Un 



Figure 3-8. Diaasaembly/aaaemblv of Caliber JO Machine Gun, MB. (8 of 20) 
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Figure Disassembly /assembly of Caliber .50 Machine Gun, Mt. (9 of 20) 




ACCELATOR 
STOP 



PRY STOP UP 
fROM BOLT 




REMOVE STOP. 

DEPRESS ACCELERATOR STOP. 

Figure S-10. DUass^bly/ass^bly */ Caliber .50 Machine Gu« t MM. (10 of 20) 
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INSTALL STOP. 




REMOVE 



CAUTION: SEAT SEAR HELICAL COMPRESSION 
SPRING WOFWLY, SUING <5EAft) 

MMOVE/1N5TAJ.L SEA* SUD€.S£AK AND HELICAL 
COMPRESSION SWING (SEAR). w _ ]US? 



Figure S-U. Disassembly /assembly of Caliber M Machine Gun. Mt, (11 of 20) 




REMOVE/INSTALL FIRENG PIN EXTENSION ASSEMBLY. REMOVE/INSTALL FIRING PIN AND EXTENSION 

Wl 15536 



Fiffure 3-1M. Disas,* m bH f /a.**»bly of C*Hb*r .SO JV«Mm Gun, Mf. (12 of 20> 




WW* Wft Di*w***Zlv/*»*!nb*V of Caliber ,S0 Machine <2*B, If* (M ** 20) 




PUSH FORWARD ON TIPS OF ACCELERATOR 
AND DISCONNECT BUFFER GROUP FROM 
BARREL EXTENSION GROUP. 



SEPARATE BARREL BUFFER AND BARREL EXTENSION 
GROUPS. 

Figure Disat terribly /oMembly of 




ACCELERATOR UP, ENGAGE NOTCH ON 
SHANK OF BARREL EXTENSION WITH CROSS- 
GROOVE IN PISTON ROD Of BUFFER. "AUNE 
DfPSEttORS IN GROOveS OF 6ARREL EX- 
TENSION AND PUSH BUFFER FQ«WaRD. 



ASSEMBLE BUFFER GROUP AND BARREL 
EXTENSION GROUP. 




WE 1553? 

.50 Machine Gm t MM. (H of 20) 



5! 



BARREL 
BUFFER BODY 




ALINE GUIDE KEY 
WITH SLOT IN BODY 



CAUTION: MAKE CERTAIN BUFFER ASSEMBLY - 
DOES NOT CONTAIN OIL. 

REMOVE/INSTALL BARREL BUFFER BODY ASSEMBLY, W 

Figure $-15. Ditaaaembly/ataembly of Caliber .50 Machine Gun, Mt. (16 of 20) 
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REMOVE/1 NSTAtL BARREL BODY ASSEMBLY, WE 15541 

Fig tun 3-in. Duaeteitibly/aiiembiy of Caliber .50 Machine Gun, MS. (16 of 20) 



II ■<! 





REMOVE 




BREECH LOCK 



BARREL EXTENSION 
ASSEMBLY 



REMOVE 




REMOVE/INSTALL BARREL EXTENSION GROUP. 
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Figure 3-17. Disassembly/ assembly of Caliber .SO Machine Gun, Mf. (17 of 20) 
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Figure J-iP. Diiaaambiy/astmmbtit of Caliber SO Machine Gun, Aff- <1& of 20) 
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Figure S~tO. Disassembly /mrnnbly o/ Caiibtr ,«S0 Machine Gun, Mt. (20 of 20) 



TabUi SS. inspection Procedures For Machine Gun 



Group fir -uumhly 


fnipcct for 


Barrel assemblies 


Deformity of lands And grooves, bulges, cracks, and rings 
in bote, 

Nairn. A (tip ImLwmp Ibc StcIHUt llnrr ami l ..I.. It illawatf at m»nu- 
f.clur. to p«rmil hml mansion. ThU i»p or rln« <t«t nvl rvweMnrUf 
wflfCl * rlnR«d or hula<f^ boc*. 

Chamber for pits and foreign matter. The barrel locking 
spring notches for undue damage. 


Back piste assembly 


Guides for stroightness. 


Latch and latch lock for function and retention of back 

plate assembly in receiver group. 
Missing or broken locking pins. 
Trigger and bolt latch release for function. 


Bolt tfiuup snd rod assembly 


Sharp corners on any surface of bolt group. 


Driving spring rod assembly for deformation. Inspect for 

bent or broken pin or rod assembly. 
Bolt cam grooves and holt switch for roughness. 
Extractor assembly for deformation, and loose or unataked 

ejector pin. Check for broken ejector, 
Cocking lever for deformation, particularly on camming 
| end*. 



TabU SS— Continued 



Group or 



BamI buffer 



Barrel extension group 



Iraptet for 



Accelerator itop and lock (when assembled) for deforma- 
tion* 

Sear elide for binding and proper assembly. 

A Ana finish on aear engaging notch. (Angle must be 

sharp without a feather edge.) 

Sear spring for deformation and set. 

Deformation and damaged sear notch on firing bin ex- 
tension, 

Firing pin in bolt with extension assembled for free move- 
ment, deformation or cracked point (The firing pin 
point must be smooth and well rounded,) 

Body spring lock for tension, staking and retention in 
body. 

Accelerator for broken clawi or tips. Check pin for broken 
or missing spring, 

N*U. Br**ch lock dtprnmn muat h*v* slight v artful play but no 
bttfttudinaJ or latanl movtnunt. 

Barrel extension for bent condition and defective bolt 
guidewayn, 

Barrel locking spring for staking in its groove* Wear on 



Retracting elide 



Cover group 



Receiver group 



the spring detent and be BUre that spring has sufficient 
tension to prevent the barrel from turning during firing. 

Breech lock pin for broken or missing spring. 

Broken segments 01 wire and incorrect lacing. 

Broken and damaged handle. 

Rust, burs, or cracks on slide and bracket* 

Cover latch spring for weakness. Distortion of cover ex- 
tractor spring. 

Belt feed lever for deformation and free movement on 
pivot stud when assembled in cover and slide (should 
not bind). MUsing plunger and spring. 

Belt feed slide for protruding pin when assembled (should 

be flush). Pin for broken or missing spring. 

Belt feed pawl for broken pin. Pawl arm for deformation 

and cracks. 
Correct assembly of all components. 

Working surfaces will be smooth and free from defects 
tending to affect smoothness of operations. Freedom of 
obstruction in feedway and guide cuts for the back 

plate assembly. 
Defective or missing bolt stop, loose or bent belt holding 

pawl brackets. 
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Section VI. MAINTENANCE OF TRIPOD MOUNT, M3 



3-11. Removal/Installation 

Refer to figures 2-5 through 2-7. 

3-12. Disassem bfy / Amm bly 

No further disassembly is authorized. 

3-13. Cleaning, inspection ami Repair Procedures 

a» Cleaning. Refer to table 3-2, 

b. Inspection. Refer to table 3-6, 

c. Repair. Return mount to organizational 
maintenance personnel for any repairs. 

Section VII, MAINTENANCE OF ANTIAIRCRAFT 

MOUNT, M63 

3-14. Removal/Installation 

Refer to figures 2-8 through 2-11. 

3-15. Disassembly/Assembly 

No further disassembly is authorized. 

3-16. Cleaning, Inspection and Repair 

a. Cleaning. Refer to table 3-2. 
6, Inspection. Refer to table 3-6. 

c. Repair. Return mount to organizational 
maintenance personnel for any repairs, 

ago Kmc 



Table 3-6. Inspection Procedures For Mount* 



Group or MMmblj 



Tripod Mount, M3 

Traversing and elevating mechanism 
assembly 



Leg and tripod head 



Antiaircraft Mount, M63 
Ammunition box tray assembly 



frame assembly 



lu|M«t for 



Proper functioning of traversing and elevating hand- 

wueela. Sleeve for dirt or rust 
Lever lor correct operation. Quick release pin and chain 

assembly for burs and other damage* 

Bolts, nuts, pintle and tripod head for wear, locking 
action of pintle lock assembly. Proper function of front 
leg clamping screw nut -Usgs for distortion. Spades 
for cracks. Leg clamping handle and indexing lever as- 
sembly for correct operation. 



Top and rear pressure straps for rust and damage* Tray 
assembly for cracks at weld seams and other damage. 

Cracks in tubes or welds. Security of H-frame to cradle. 
Grips and firing handle rod for looseness, cracks and 
correct operation, Support for damage, Side plate trig- 
ger container assembly for damage. 





Cradle and yoke assembly 

Mount leg, elevator assembly and base 
assembly group 



Cradle and yoke for cracks. Front and rear mounting pins 
and chain for damage. 

Cracks in legs. Damage to spade feet. Pintle lock clamp 
for proper functioning. Lock assembly for retention on 
elevator assembly and for correct operation. Bottom of 
elevator assembly for burs or other damage. Base as- 
sembly for damage. Leg sockets and toggle bolt for 
functioning and damage. Headless shoulder pin for 
positive operation. 



CHAPTER 4 
AMMUNITION 



4-1, General 

The ammunition (fig-. 4-1) for the machine gun 
is classified as small arms ammunition and is 
issued in the form of a complete round. The 
round (cartridge) consists of the projectile (bul- 

■ 

let) r cartridge ease, propellant powder, and 
primer necessary to fire the weapon. For addi- 
tional information, refer to SC 1305/30-IL. 

4—2. Articles for instructional Use 

a. Dummy Cartridge. The following item will 
be taken into the field upon permanent change of 
station and into the theater of operations: 

Unit of 

PSN Item Meuurc 

1305-028-6384 DUMMY CARTRIDGE, CAL ea 

,50: M2 

b. Graphic Training Aid. The following item 
will not be taken into the field upon permanent 
change of station or into the theater of opera- 
tions. Units will turn in all equipment to the Com- 
manding Officer of the station from which it 
departs- The receiving officer will make a report 
to the Army Commander, without delay, showing 
number, type i and condition of item received. 
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Figure 4-1. Type* of caUher *SO antmunitw*. 
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GRAPHIC TRAINING AID. 9-15 (19 ehwrte) 

4-3. Malfunctions Involving Ammunition and 
ifvofc 

Refer to AR 700-1300-8. 




ti 



AGO BSOtC 



CHAPTER 5 

DEMOLITION OF MATERIEL TO PREVENT 
ENEMY USE 

5-1. Gonoral 

d. Destruction of the machine gun, tripod 
mount, and antiaircraft mount, when subject to 
capture or abandonment in the combat zone, will 
be undertaken only when, in the judgment of the 
Commander concerned, such action is necessary. 
The authority for ordering the destruction of 
equipment is vested in divisional or higher com- 
manders when the situation requires. If destruc- 
tion is resorted to, the equipment must be so 
badly damaged that it cannot be restored to a 
usable condition in the combat zone either by 
repair or cannibalization. The reporting of the 
destruction of equipment is to be done through 
command channels. 

6. Priorities for destruction of parts are : 
Receiver 
Barrel Assembly 
Sighting equipment 
Bolt group and rod assembly 
Mounts 

All tools and equipment 
Firing tables and range cards 



AGO 5200C 



Chang** In form C 1 



TM t-1005-213-10 

CI 

CHANGE ) HEADQUARTERS 

I DEPARTMENT OF THE ARMY 
NO, 1 f Washington , D.C.. 29 August 197S 

Operator'* Manual 

MACHINE GUM, CA1IHR .50 
BROWNING, M2, MIAVY BARREl, fUXIBU, W/I 

(1005-322-9715) 
MOUNT, TRIPOD, MACHINE GUN 
CALIBER .50, M3, W/I 
( 1005*313-971 6) 
MOUNT, MACHINI GUN, ANTIAIRCRAFT 

CAUBfR .50 M63, W/I 
(1005-473-3240) 

TM 9-1006-213-10, 12 July 1968, is changed as 
follows : 

Page $. Paragraph 1-26 is superseded as follows: 

5, Reporting of Equipment Publication Im- 
provements. The reporting of errors, omissions, 
and recommendations for improving this publica- 
tion by the individual user is encouraged. Reports 
should be submitted on DA Form 2028 (Recom- 
mended Changes to Publications) and forwarded 
direct to Commander, US Army Weapons Com- 
mand, ATTN: AMSWE-MAS, Rock Island, IL 
61201. 

Page 49. Make the following changes to table 
3-1: 



t 



TM f^lOOS-319-10, € 1 

atmnbm compound dennine; com ^^' 

(CR), rifle bore: (RBC). 

Add the following at the end of table : 

1005-28W565 SWAB, SHALL ARMS CLEANING: 

Cotton, 2* in *q (1000 in pkjcl 

Pope 50, Make the following changes u* table 3-2 
under : 

USUAL CONDITIONS 
Machine Gun 

In st*p 1. change M (CR) lolvent denning compuunJ 
(Mll^C-523S9r to rend "<RBC) rifl*- bore cleaning com- 
pound (MTL-C-372). 1 " 

In »t*p 4, change «(HIL^W44) W to "(W-UOd)-' 

Tripod Mount M3 

In rt*p 3. change "<MII^644r to "{VV-L-800)." 

Page 51. 

Antieirtreft Mount M63 
In step 3. change "(Ml^L-W to "{VV-L-SO0) " 

Page 91. Appendix B (with the exception of il- 
lustrations B-l and B-2) is superseded as fol- 
lows: 

APPENDIX i 

BASIC ISSUE IT IMS UST 

AND 

ITEMS TROOP INSTALLED OR 
AUTHORIZED LIST 

Section I. INTRODUCTION 

1. Scop* 

This appendix lists basic issue items and items 
troop installed or authorized required by the 
crew/operator for operation of the M2 machine 



a 



tm 9-ioos-aia-io, c i 



gun, M3 tripod mount and M63 antiaircraft 
mount 

2. General 

These basic issue items and items troop in- 
stalled or authorized lists are divided into the 

following sections: 

o. Basic Issue Items List — Section II. A list in 
alphabetical sequence of items which are fur- 
nished with, and must be turned in with, the end 
item. 

b. Items Troop Installed or Authorized List— 
Section UL A list in alphabetical sequence of 
items which, at the discretion of the unit com- 
mander, may accompany the end item, but are 
not subject to be turned in with the end item. 

3. Exploitation of Columns 

The following provides an explanation of 
columns found in the tabular listings: 

a. Federal Stock Numbtr. This column indi- 
cates the Federal stock number assigned to the 
item - which will be used for requisitioning pur- 
poses 

h. Description. This cotumn indicates the Fed- 
eral item name and a minimum description re- 
quired to identify the item. The last line indicates 
the reference number followed by the applicable 
Federal supply code for manufacturer (FSCM) 
in parentheses. The FSCM is used as an element 
in item :n\ntiric»tion to designate the manufac- 
turer, diyw'butor, or Government n^ency; etc., 



m 9-1005-213-10, C 1 

and is identified in SB 708-42. Items that are 
included in kits and sets and listed below the 
name of the kit or set with the quantity of each 
item in the kit or set indicated in front of the 
item name. 

e. Unit of Measure (U/M). This column indi- 
cates the standard or basic quantity by which the 
listed item is used in performing the actual main-, 
tenance function. This measure is expressed by 
a two-character alphabetical abbreviation; e.g 4> 
ea, in., pr; etc., and is the basis used to indicate 
quantities. When the unit of measure differs from 
the unit of issue, the lowest unit of issue that will 
satisfy the required units of measure will be 
requisitioned. 

rf. Quantity Furnished with Equipment (Baste 
Issue Items Only). This column indicates the 
quantity of the item furnished with the equip- 
ment. 

t. Quantity Authorized (Items Troop Installed 
or Authorized Only). This column indicates the 
quantity authorized to be used with the equip* 
ment. 

Illustration (Basic Issue Items Only). This 
column is divided as follows: 

(1) Figure Number, This column indicates the 
figure number of the illustration in which the 
item is shown, 

(2) Item Number. This column indicates the 
number used to identify each item called out in 
the illustration. 
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Section III. I TIMS TROOP INSTALW OR AUTHORIZED LIST 



<1) 

Ftdml 
■t«fc 

No. 


tn 

■k _ 4 ■ ■ 

KtiPrfnri nil m Dvr ■ otlci tww* 


Ill 


1006-766-0915 


quit c< "u /if c* t vr r kj n c U i f 1 ADiiOi f'lhiifituir 

BRUSH* tLEAMINU, SMALL AnHS, uiwrnwr 






m iiaab n m M A AAA J \ 

7790737 (19204). 




_ — _ _ ^_ _ ^ JL JJ JL H 

1005-716-2702 


BRUSH, CLEANING, SMALL AKfta. nring pm noi« 


H 

cv 




716270Z (19404) * 




1005-550-4037 


BRUSH* CLEANING, SMALL ARBS. M4 Dor* 


All 

mm* 


5504037 (19Z04). 




8105-921-5821 


CASE* SMALL ARMS ALtbaHUnlLS! 






•a « AAA a n ft / i AAA A V 

11686430 (19Z04). 




100 5-78 1-9 108 


COVER, MACHINE* UUW, V/ALi. »ou. Arctic uh omy 






a j i j aaa # l AAA A \ 

8444960 ( 19Z04 ) . 




1005-650-1031 


COVER, SPARE BARREL: 






6591031 (19204). 




8105-555-9696 


ENVELOPE: Ml, tpmr* parti 


ft 




5559696 (19204). 




8415-266-8843 


MITTEN, ASBESTOS: 






27-M-391 (81349). 




100G-653-5441 


ROD, CLEANING. SMALL ARMS: M7 jointed 


■A 


6535441 (19204). 







1005-650-7302 



5140-650-7328 



1006-716-2704 



ROLL, ORDNANCE WEAPONS SPAKE PARTS 

6507302 < 19304). 
ROLL, TQOL: Canvas, fmpty, M10 

6507328 (10204). 
SWAR HOLDER SECTION. SMALL ARMS 
CLEANING ROD; 71(12704 U">*<M». 
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By Order of the Secretary of the Army: 

CREIGHTON W, ABRAMS 

General, United States Army 
Official : Chief of Staff 

VERNE L. BOWERS 
Major (stneral. United State* Army 
The Adjutant General 

[list i ibution: 

To lie distributed in accordance with DA Form 12-40 
fqiy rqr block No. 3U Operator's Maintenance Require- 
ments for Machine Gun, Caliber -- r )0 M2 and Mounts. 
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TM 005-2 (3-10 
C 2 

Change ) HEADQUARTERS 

( DEPARTMENT OF THE ARMY 

Mo. 2 ( Washington, D.C., /5 October /srj 

Operator'* Manvdl 



MACHINE GUN, CALIBER .SO 
BROWNING, Ml, HEAVY BARREL. FLEXIBLE, W/E 

(1005-312-9715) 

MOUNT, TRIPOD, MACHINE GUN 
CALIBER .50, M3, VY/E 
(1005-312-9716) 
MOUNT, MACHINE GUN, ANTIAIRCRAFT 
CALIBER .50, MA 3, W/E 
(10O5-A73-3346) 

TM 9-1005-213-10, 12 July 1968, is changed as follows: 
Page U. Table 2-7 is superseded as follows: 
Ta6fe 3f-r. I m mediate Action in Case a/ failure to Fire 

COOL WEAPON 

1 Immediately fully retract the bolt assembly and re- 

lease it. Observe the ejection as the bolt returns to 
its battery position. 

2 If a live rotindffired case ejects, re-lay on the target 

and attempt to fire. 
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Table 2-7. Immediate Action in Co*e of Failure to Fire 

{Continued) 

3 If the weapon fires, continue. 

4 If the weapon fails to fire, open the cover assembly. 

Remove the ammunition belt, close the cover, fully 
retract the bolt assembly and release it. The bolt 
returns to its battery position. If no ejection oc- 
curs, retract the bolt part way back, open the 
cover, and inspect the chamber. If the chamber is 
clear, proceed to step 5. If not, a second man 
(standing off to the side) inserts a cleaning rod into 
muzzle (bolt held part way back w/eover open), and 
gently taps the round/case out of the chamber. The 
weapon is not clear. 

5 Check the weapon (disassemble) to determine the 

cause of the stoppage. 

HOT WEAPON 

CAUTION 

Do not open the cover assembly, 

WARNING 

Immediate action must be applied within 
10 seconds. The danger of a cook-off con- 
dition exists when the barrel is hot. Keep 
the weapon trained on the target. 

When a stoppage occurs after firing 150 rounds within 
a 2 minute period, perform the steps listed below: 

NOf| 

If bolt cannot be retracted, keep the 

weapon trained down range. Allow 5 min- 
utes for cooling. Notify organizational 



T&bie 2-7. Immediate Action in Case of Failure to Fire 

(Continued) 

Sir? Pmtd»rt 

maintenance for assistance NEVER 
remove the backplate assembly from any 
weapon until the chamber has been 
cleared. 

1 Apply immediate action. Fully retract the bolt assem- 

bly (return handle forward). Observe if the ejection 
occurs at the same time. 

2 If a live round/fired case ejects, attempt to fire the 

weapon. 

3 If the weapon fires, continue to fire. 

4 If the weapon fails to fire r allow at least 5 minutes of 

waiting (cooling period). 

5 After 5 minutes cooling, open the cover assembly, 

remove the ammunition belt, close the cover, re- 
tract the bolt assembly treturn handle forward), and 
observe the ejection. 

6 If a live round/fired ease ejects, proceed to step 8. 

The weapon is clear. 

7 If no ejection, open the cover assembly and retract 

the bolt assembly part way back. A second man 
(standing off to the side) inserts a cleaning rod into 
the muzzle and gently taps the roundycase out of 
the chamber. The weapon is not clear. 

8 Check the weapon (disassemble) to determine the 

cause of the stoppage. 

3 



By Ord*r of the Secretary of the Army: 

CREfGHTON W. ABRAMS 
General, United State* Army 

Ottrieb Chief of Staff 

VERNE L. BOWERS 

Major General, United State* Army 

The Adjutant General 

Distribution: 

To be distributed in accordance with DA Form 12-40 
{qty rqr Mock No. 91) Operator and Crew Maintenance 
Requirements for Machine Gun, Caliber .60, H2 and Mounts. 



Change* in force; C1, C2, and C3 

TM 9-1005-213-10 
C3 

CHANGE \ HEADQUARTERS 

I DEPARTMENT OF THE ARMY 

NO. 3 j WASHINGTON, DC, 30 Vatus 1977 

Operator's Manual 

MACHINE GUN, CALIBER .50 
BROWNING, M2, HEAVY BARREL? FLEXIBLE, W/E 

(1005-00-322-9715) 
MOUNT, TRIPOD, MACHINE GUN 
CALIBER .50, M3, W/E 
(1005-00-322-9716) 
MOUNT, MACHINE GUN, ANTIAIRCRAFT 

CALIBER .50, M63, W/E 
(1005-00-673-3246) 

TM 9-1005-213-10, 12 July 1968, is changed as 
follows: 

Page f. Reporting of Errors is added belore table 
of contents as follows: 



REPORTING OF ERRORS 

You can help Improve this manual by 
Tecom mending improvements using DA 
Form 2028 (Recommended Changes to 

Publications and Blank Forms) and mail 
the form direct to Commander, US Army 
Armament Materiel Readiness Command, 

ATTN; DRSAR-MA5, Rock Island, IL 

61201, A reply will be furnished direct 
to you. 



Page 2. Appendix B in table of contents is changed to 
read as follows: 

Paragraph Page 

Appendix B. COMPONENTS OF END 

ITEM LIST 

Section J. Introduction B-l— B-3 9J 

U. Integral components of end hems 

III. Basic issue items .... 

Page 2. Appendix C and D are added to the table of 
contents as follows: 

Paragraph Kagc 

Appemmx C. ADDITIONAL AUTHORI- 
ZATION LIST 
Section L Introduction C-l— C-3 

II. Additional authorization list 

A?KFM>i?i D. EXPENDABLE SUPPLIES 

AND MATERIALS LIST 
Section I. Introduction D~I_D~2 

II. Expendable supplies and 

materials list 

Page 3. Paragraph ]-2b is deleted. 

Page 49, Table 3-1 is deleted. 

Page 52. Section III is superseded as follows: 

Section III. PREVENTIVE MAINTENANCE 
CHECKS AND SERVICES {PMCS) 

3-5. General 

a. Before You Operate, Always keep in mind 
the CAUTIONS and WARNINGS. Perform your 
before (B) PMCS, 

br After You Operate, Be sure to perform your 
after < A) PMCS. 

r. If Your Equipment Fails to Operate. Trouble- 
shoot with proper equipment. Report any deficien- 
cies using the proper forms, see TM 38-750, 
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3-5.1. Preventive Maintenance Checks and 
Services (PMCS) 

a. PMCS Procedures. 

(1) General The PMCS procedures are con- 
tained in table 3-3. They are arranged in logical se- 
quence requiring a minimum amount of time and 
motion on the part of the persons performing them and 
are arranged so that there will be a minimum inter- 
ference between persons performing checks simulta- 
neously on the same end item. 

(2) Item number column. Checks and services 
are numbered in chronological order regardless of 
interval. This column shall be used as a source of item 
numbers for the TM Number'' column on DA Form 
2404. Equipment Inspection and Maintenance Work- 
sheet, in recording results of PMCS 

(3) Interval columns. The columns headed 
"A," and r 'W" contain a dot (•) opposite the appropri- 
ate check. Thus, if a given check is performed before 
operation, a dot is placed opposite the checks in the 
"B" column; if the check is accomplished after opera- 
tion, the dot is placed in the column headed *A.* and if 
the same check is made in two or more periods, a dot is 
placed in each applicable column. 
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(4) Item to be inspected column. The items to be 
inspected are to be identified by as few words, usually 
the common name, as will clearly identify the item, 
e.g., "Machine Gun." "Barrel Assembly," "Headspace 
and Timing/' 

i5) Procedures column. This column contains 
a brief description of the procedure by which the 
check is to be performed, [t contains all the informa- 
tion required to accomplish the checks and services, 
including appropriate tolerances, adjustment limits, 
and instrument and gage readings 

(6) For readiness reporting, equipment is not 
ready- available if: coiurnn. This column co n ta i n s t he 
criteria which will cause the equipment to be classified 
as not ready available because of inability to perform 
its primary mission. 



h. Special Instructions. Jf an item in a longer inter- 
val chart requires more frequent checking and servicing 
when the equipment is used in an unusual environment, 
the special intervals are indicated by an asterisk before 
the sequence number, and a letter after the sequence 
number, footnotes are used to explain special intervals. 
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Table 3-3 - Continued 



NOTE: Within designated interval, ihese checks are to be performed in the order listed. 
B-Before A-After W- Weekly 



Item 


lMfcrvil 


Item io 5* 


Procedures 

Check for and hpve repaired 
Or Adjured a* nc£ess&ry 


Fpr Readings Reporting, 


No, 


B 




w 


Inspected 


Equipment is Not 
Ready/ Available if! 


4 


* 




1 1 1 


Rear Sight 

Assembly 


Assure si^thl i^^lYihly is 
t'lciin anil ujihlh <MJeu. 
S ii' h 1 setting should hi.' a 

i v i)(K) wi*id;t^ sum and 

lea t iiKR'nibly down, fftel" 
















5 


■ 






Legs and 
Tripod Head 


l egs tuviM hv ^r)ur;iud and 
rruist coniiiL't side* id 
tripod head to injure 
rigidity id nimitu. Pintle 
must hv hVCUivd Ut Uapud 
livii d by p i ill Ic lock fisseni- 
hiy ( Ri'l lij-v 1-5 *md 
2-6 ) 


Pintle will 
not secure to 
tripod head. 



Tafcte 3-3— Continued 



NOTE: Within designated interval, these checks are to be performed in the order listed. 
B- Before 



A -After 



W-Weckly 



Item 


Interval 


Itttn 16 be 


Procedure! 

Check far And have repaired 
or adjusted » necciMTy 


For Read i new Reporting, 

Equipment is Not 

Ready/Available if: 


No. 


B 


A 


W 


Inspected 


6 


« 






1 ra versing 
and Eleva- 
ting Mech- 
anism 


Make certain sleeve is 
secured to the traversing 
bar assembly when travers- 
ing slide lock lever is in 
locked position. Travers- 
ing and elevating hand- 
wheels must function 
properly. (Ref. fig- 2-fi.) 


Broken, bind- 
ing, *om or 
missing parts. 










Caliber .50 A A Mourn M6J 




7 


* 






Mount Leg, 

Elevator 
Assembly, 
and Base 
Assembly 
Group 


Examine pintle lock clamp 

for freedom of operation. 
Check lock assembly for 
freedom of operation. 
Toggle boll should operate 
freely. Check alining lug 


broken, bind- 
ing, worn, or 
missing parts, 



Table 3-3— Continued 



NOTE; Whhin designated interval, the** check* are to be performed in the order listed. 
B-Before A-After W-Wcekly 



I Tlpm 

I (Cm 


Interval 


LlblU LU (JV 


Procedure! 

Check for fcnd have repaired 
or adjusted u necessary 


For Readiness Reporting, 
Equipment is Not 
Ready/ Available if: 


No. 


B 


A 


W 


Inspected 












on leg for damage. Check 

headless pin on base 
assembly for freedom of 
movement. (Ret. ng. 2-h.) 




8 


* 




• 


Cradle and 

Yoke Assembly 


Check front and rear mount- 
ing pins and cradle lock- 
ing pin to insure that they 
operate freely, (Ref. fig. 
2-9.) 


Damaged, bind- 
ing, or mis- 
sing parts. 


9 


• 






Ammunition 
Box Tray 


Check lever for proper 

functioning. (Ref. fig. 
2-10.) 


Binding, bent, 
damaged, or 
missing parts. 



Table 3-3 — Continued 



NOTE: Within designated interval, these checks are to be performed in the order listed. 
R.R*fare A-After 



W-Weekl 



item 


Interval 


Hem to be { 


Procedure* 

Chaek for and have repaired 
or adjusted as necessary 


Fof Ktadincsfr Reporting, 
Equipment u Not 
Keady/AvaiUbic if: 


No. 


B 


A 


! W 


JnspcCl lid 


10 


• 






Trigger Frame 

Assembly 


Check positive action of 
machine gun grips and 
firing handle rod to 
operate slide plate 
trigger assembly, Check 
lock assembly for proper 
functioning, (Ref. fig, 
2-14.) 




II 


• 






Side Plate 

Trigger 

Assembly 


Determine that side plate 
trigger assembly is secured 
to side of machine gun and 
operates freely. (Ref. fig. 
2-14.) 





Page 91. Appendix B is superseded as follows: 



APPENDIX B 
COMPONENTS OF END ITEM LIST 
Section I. INTRODUCTION 

EM. Scope 

This appendix lists integral components of and basic 
issue items for Caliber .50 Machine Gun M2, Caliber .50 
Tripod Mount M3, and CalibeT .50 A A Mount M63 to 
help you inventory items required for safe and efficient 
operation. 

B-2. General 

This Components of End Item Last is divided into the 
following sections: 

a. Sect ion / /. hi t eg ra t Compo nents o f th e En d hem . 
These items, when assembled, comprise the Caliber .50 
Machine Gun M2. Caliber .50 Tripod Mount M3.and 
Caliber .50 A A Mount M63 and must accompany them 
whenever they arc transferred or turned in. The illustra- 
tions will help you identify These items. 



10 



b. Section HI Basic Issue hems. These are the 
minimum essentia] items required to place the Caliber 
.50 Machine Gun M2, Caliber .50 Tripod Mount M3, 
and Caliber .50 A A Mount M63 in operation, to operate 
them T and to perform emergency repairs. Although 

shipped separately packed they must accompany the 
Caliber .50 Machine Gun M2, Caliber JO Tripod 
Mount M3 3 and Caliber .50 AA Mount M63 during 
operation and whenever they aTe transferred between 
accountable officers. The illustrations will assist you 
with hard-to-identify items This manual is your au- 
thority to requisition replacement BII, based on 
TOE/ MTOE authorization of the end item. 

B-3, Explanation of Columns 

a. Illustration. This column is divided as follows: 

(1) Figure Number, Indicates the figure number 
of the illustration on which the item is shown. 

(2) hem Number. The number used to identify 
item called out in the illustration. 

b. National Stock Number. Indicates the National 
stock number assigned to the item and which will be 
used for requisitioning. 



n 



c. Part Number, Indicates the primary number 
used by the manufacturer, which controls the design 
and characteristics of the item by means of its engineer- 
ing drawings, specifications, standards, and inspection 

requirements, to identify an item or range of items, 

d. Description. Indicates the Federal item name 
and. if required, a minimum description to identify the 
item, 

e. Location. The physical location of each item 
listed is given in this column. The lists are designed to 
inventory all items in one area of the major item before 
moving on to an adjacent area. 

f. Usable on Code. Not applicable. 

g. Quantify Required (Qty Reqd). This column 
lists the quantity of each item required for a complete 
major item. 

h. Quantity. This column is left blank for use dur- 
ing an inventory, Underthe Rcv'd column, list the quan- 
tity you actually receive on your major item. The Date 
columns are for your use when you inventory the major 
item at a later date; such as for shipment to another site. 



12 
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Section III. Basic Issue Items 




11} 

ILLUSTRATION 


f7) 




(41 




(6i 


0) 


Ul 

FIGURE 

NQ. 


<b) 
ITEM 

NQ. 


NATIONAI 
STOCK 

NUMBER 


PAR 1 

NO. 


UESCRTFTUJN 


LOCATION 


USABLE 
ON 

COPE 


QTY 
REQD 


B-l 


1 


4«3 -00-5 35-12 17 


5351217 


UACiK Hf. A DSP ACE 

AND 1 IMINCi: 






1 


B-1 


2 


493^-00-716^)041 


7160041 


FX 1 RACfOR. RUP 
1 1 i R I: I > L' A R. I RLlMiii 
(ASF 






1 


B-l 




ICl0S-OO-?lfi-2O72 


?I*2U?2 


1 1 ASM HinKR 






1 


B-l 


4 




7362702 


HRllSIt, Cl.EAMNO: 
t'lnnn pin hole 






I 


B-l 


5 


1005-00-726-6131 


72661 31 


BAR R hi ASSkMfil V. 






1 


6-1 


6 


ft4 13 -00-2*6-8 A*3 


27-M-3M 


MUTES, ASBt.K'lOK: 






1 










1M V- 11X13-21 >- 10 






1 




i 











QUANTITY 



RCVD 



DATE 



DATE 



DATE 



- — 



Page 107 Appendix C is added as follows: 

APPENDIX C 
ADDITIONAL AUTHORIZATION LIST 



Section!. INTRODUCTION 
C-1. Scope 

This appendix lists additional items you are autho- 
rized for the support of the Caliber .50 Machine Gun 
M2, Caliber .50 Tripod Mount M3, and Caliber .50 AA 
Mount M63, 



C-2. General 

This list identifies items that do not have to accom- 
pany the Caliber .50 Machine Gun M2. Caliber .50 Tri- 
pod Mount M3, and Caliber .50 AA Mount M63 and 
(hat do not have to be turned in with them. These items 
are all authorized to you by CTA, MTOE, TDA, or 
JTA. 



C-3. Explanation of Listing 

National stock numbers, descriptions, and quantities 
are provided to help you identify and request the addi- 
tional items you require to support this equipment. 
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Page 107 Appendix D is added as follows 



APPENDIX D 

EXPENDABLE SUPPLIES AND MATERIALS LIST 

Section I. INTRODUCTION 

D-1. Scope 

This appendix lists expendable supplies and materials 
you will need to operate and maintain the Caliber .50 
Machine Gun M2, Caliber ,50 Tripoli Mount M3, and 
Caliber .50 A A Mount M63. These items are authorized 
to you by CTA 50-970, Expendable Items {Except 
Medical, Class V, Repair Parts, and Heraldic Items). 

D-2. Explanation of Columns 

a. Column i—Jtem Number, This number is 
assigned to the entry in the listing and is referenced in 
the narrative instructions to identify the material (e.g., 
"Use cleaning compound, item 5, app. D*). 

b. Column 2 — Level. This column identifies the 
lowest level of maintenance that requires the listed item 

C — Operator/ Crew 



c. Column 3— National Stock Number This is 
the National stock number assigned to the item; use it to 
request or requisition the item. 

d. Column 4— Description. Indicates the Federal 
item name and, if required, a description to identify 
the item. The last line for each item indicates the part 
number followed by the Federal Supply Code for 
Manufacturer (FSCM) in parentheses, if applicable. 

e. Column 5- Unit of Measure (U! AfjL Indicates 
the measure used in performing the actual maintenance 
function. This measure b expressed by a two-character 
alphabetical abbreviation (e.g., ea, in, pr). If the unit of 
measure differs fTom the unit of issue T requisition the 
lowest unit of issue that will satisfy your requirements. 
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Section II. EXPENDABLE SUPPLIES AND MATERIALS LIST 



(!) 


(2) 


0) 


(4) 






NATIONAL 








STOCK 


DESCRIPTION 


fi u iVi tjn.1% 


1XVCL 


Ml IM RP Q 
ri rvi d r. t\ 




■ 

i 


t 


H020-OO-244-0 1 53 


BRUSH, ARTISTS: 








H-B-241 (BIJ48) 
















din tVM t ins in i? rciiuirvd 








P-C-l 1 ] ivnf 11 fX 1 WKl 


2 


c 


68 50-00- 963-2? 32 


5 gal can 








€''[ f-'A\INCt f TIM POI IKfl SOI Vl-Vl 








Ut^l tiJ'll 1 £>, a? II 1 1 LIU 1 > L 1 v i J J 








Mil -C-l J 090 (81 149) 


■? 

■J 


r 


6850-00-^4-6656 










CLEANING COMPOUND, SOI ATM 








rifle bore cleaner c k HC ) 








MU.-V-H2 (HI 349) 


4 


C 


6850-00-224-6657 


8 o/ can 


5 


e 


6850-00^24-6663 


1 ga] can 




(I) 
ITEM 

NUMBER 



(2) 



LEVEL 



0) 

NATIONAL 

STOCK 
NUMBER 



ii ii i 



HI 



DESCRIPTION 



e 



6850-00-281-1985 



9150 00^ 190-0907 



9150-00-273-2389 



DRY CLEANING SOLVENT: 

ty|K I, (HI 349) 

I gal can 

GREASE. AUTOMOTIVE AND AKI 111 FRY 

(GAA) m'muw 65 5 V Hi plus 1 25" K 
efficient temp range. 

MIL*G*I0924(HI349| 
35 lb can 

LUBRICATING Oil . GENERAL 

PURPOSE: medium 1 1*1 -M>, 
VV-I.-K00M IK 1 349) 

4 o? can 



U 

LLi 



< 

UJ 



< 

LJ 



UJ 

J* 
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o 



— o 



T5 



< 



3C 



7 w 



. 71 _J >— *. CJ~ 
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a: _ 
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=5 30 

In I X 
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< 



r 

o 

I 

o 



r~4 



in 
O 



r- 



LLI 

> 
UJ 



el 



22 



By Order of the Secretary of the Array: 



BERNARD W.^ROGERS 
General. United States Army 
Chief of Staff 



Official: 

PAUL T. SMITH 

Major General United States Army 

The Adjutant General 



Daslribution: 
To be distributed in accordance with DA f orm 

J 2-40. Operator and Crew Maintenance Requirements 

for Gun. Machine, CaL 50. M2 and Mounts. 



Changes In Fore*: CI, €2, C3, and C4 



Operator's Manual 
MACHINE GUN, CALIBER ,50 
BROWNING, M2, HEAVY BARREL 

FLEXIBLE, W/E 
(1005-00-322-9715) 

MOUNT, TRIPOD, MACHINE GUN 
CALIBER .50, M3, W/E 
(1005-00-322-9714) 
MOUNT, MACHINE GUN, ANTIAIRCRAFT 
CALIBER .50, M63 F W/E 
(1 005-00-473-3246) 



TM 9-1005-213-10 
C 4 





TM 9-1005-213-10, 12 July 1968, is changed a*, 
follows; 



Page 3. Paragraph J -2. 1 is added as follows: 
1-11. Hand Receipt 

Hand receipts for Basic Issue Items <B1I) and Addition- 
al Authorized List (AAL) items are published in a 
Hand Receipt Manual The Hand Receipt Manual nu- 
merical designation is the same as the related Tech- 
nical Manual with the letters HR added to the num- 
ber. These manuals are published to aid in property 
accountability and are available through: 
Commander, US Army Adjutant General Publication 
Center, ATTN: AGDL-OD, 1655 Woodson Road, 
St. Louis, MO 63 1 14. 



1 



Page 97. Section HI of Appendix B is superseded as follows: 

Section III. Basic Issue Hems 

1 




B-l. (Superseded) Basic Issue Items 

Thflifl rtirm mui+ aceompony waapon during operation and wh«nevnr if ii 

tran*ferrsd between accountable officer*. TKii manual it your authority 
to requisition replacement oil. 




ILL US 



B-l 
B-l 
B-l 
B-l 



I 

2 
3 
4 
3 



lb 



NATIONAL 
STOCK 
NUMBER 



1MWJ0-726-6I31 
I W5-W-7 16-2072 

49J3-O3-7I&404I 
4933-00-535-1217 





m 


PAUT 

NO, 


DESCRIPTION 


7266131 


BARREL. GUN 


7162072 


FLASH HIDER 


M6339B2 


MITTEN, CLOTH ASBESTOS 


7160041 

9111217 


extractor, Ruptured 

CARTRIDGE 

GAGE, HEADS PACE AND 
TIMING 



(6) 

USABLE 

ON 
CODE 



<1) 

OTT 
REQD 



(i) 

QUANTITY 



RCVtJ 



DATE 



DATE 



Section II of Appendix C (added by change 3) is superseded as follows: 
Section 11. ADDITIONAL AUTHORIZATION LIST 



(1) 


(2) 1 


(3) 1 


(4) 1 




DESCRIPTION 1 












1 


STOCK 






OTY 1 


NUMBER 


PART NUMBER & FSCM USABLE ON CODE 


VIM 


AUTH 1 




RAH nttnNANPF WFAPON 


FA 


1 1 




I IUOWjU y LjtWJ 1 






1005^00-650-4037 


BRUSH, CLEANING, SMALL ARMS, 


EA 1 


1 




BORE 5504037 (19204) 






1005-00-766-0915 


BRUSH, CLEANING, SMALL ARMS, 


EA 


L 1 




CHAMBER 7790737 ( 19204) 






1005-00-716-2702 


BRUSH, CLEANING, SMALL ARMS 


EA 


1 




7162702 (19205) 







(1) 



NATIONAL 
STOCK 
NUMBER 



(2) 

DESCRIPTION 



PART NUMBER &. FSCM 



USABLE ON CODE 



(3) 



U/M 



(4) 



QTY 
AUTH 



1005-00^87-4100 



1005-00-796^436 



1005-00-653-5441 



1 005-00-556-* 102 



1005-00-716-2704 



COVER, MACHINE GUN 
11631791 (19207) 
COVER, SPARE BARREL 
7964436 (19207) 

ROD, CLEANING, SMALL ARMS 
6535441 (19204) 

ROD, CLEANING, SMALL ARMS 
5564102 (19204) 
SWAB HOLDER SECTION 
7162704 (19205) 



EA 



EA 



EA 



EA 



EA 



Section U of Appendix D (added by change 3) is superseded as follows: 
Section II. EXPENDABLE SUPPLIES AND MATERIALS LIST 













(1) 


(2) 


(3) 


(4) 


(5) 






UlT A T 1 /"tiki A 1 

NATIONAL 






ITEM 




STOCK 






NUMBER 


LEVEL 


NUMBER 


DESCRIPTION 


U/M 


I 

■ 


c 


7920*00-205-2401 


BRUSH* CLEANING TOOL: 


EA 








M1L-S-4387I (81349) 




2 


c 


8020-00-244-0153 


BRUSH, ARTISTS: 


EA 








H-B-241 (8 1348) 










CARBON REMOVING COMPOUND: 










dip type, rinsing required 










P-C-UL type 11 (81348) 




3 


c 


6850-00-965-2332 


5 sal can 

QUI WUII 


EA 












(1) 


(2) 


(3) 




(5) 






NATIONAL 






ITEM 




STOCK. 






NUMBER 


LEVEL 


NUMBER 


DESCRIPTION 


U/M 








CLEANING COMPOUND, RIFLE: 










degreasing self emulsifying 










M1L-C-372 (81349) 




4 


c 


6850-00-224-6656 


2 oz container 


EA 








CLEANING COMPOUND, RIFLE: 










rifle bore cleaner (RBC) 










M1L-C-372 (81349) 




5 


c 


6850-00-224-6657 


8 oz can 


EA 


6 


c 


6850-00-224-6663 


1 gal can 


EA 



(I) 

ITEM 
NUMBER 



8 



LEVEL; 




(3) 

NATIONAL 
STOCK 
NUMBER 



5350-00-22 1 -0872 | CLOTH, ABKAMVE 

P-C-458 (81348) 
DRY CLEANING SOLVENT: 
P-S-661 type 1, (02978) 
6850-00-281-19851 I gal can 



C 9150-00-190-0905 



SH 



GREASE, AUTOMOTIVE ARTILLERY: 

BRAYCOTE-GtO (98308) 
GREASE,AUTOMOTIVE AND ARTILLERY:] 

(GAA) minus 65F to plus 125F 
efficient temp range 



GL 
LB 



(0 

ITEM 
NUMBER 



(2) 



LEVEL 



10 



It 

12 



13 



(3) 

NATIONAL 
STOCK 
NUMBER 



9150*00^190-0907 



9150-00-231-6689 

9150-00-273-2389 



9 1 50-00-292-9689 



(4) 



(5) 



DESCRIPTION 



U/M 



BRA YCOTE-61 (98308) 

35 tb can 

LUBRICATING OIL, GENERAL PURPOSE: 
medium (PL-M) 
VV-L-800 (81348) 
I qt can 

4 oz can 

LUBRICATING OIL, WEAPONS; 
BRAYCO-855 (79550) 

I qt can 



LB 



OZ 



QT 



By Order of the Secretary of the Army: 



Official: 

J. C. PENNINGTON 

Major General, United States Army 
The Adjutant General 



BERNARD W. ROGERS 
General, United State* Army 
CkiefvfStaff 



3 OO 



2 1 

ago 



Distribution: 

To be distributed in accordance with DA Form 12-40, 
Operator maintenance requirements for Gtm, Machine, Cal .50, 
M2 & Mounts. 
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Qunf» in Force: CI, C2. C3, C4. and C5 

Til 9-1005-213-10 

cs 

CHANGE HEADQUARTERS 

DEPARTMENT OF THE ARMY 
NO. 5 WASHINGTON, DC, 20 August 1981 

Operator'* Manual 

MACHINE GUN, CALIBER .50 
BROWNING, M2, HEAVY BARREL, 

FLEXIBLE, WfE 
(1005-004224715) 

MamtT iwao iuchibc cm 

CAUSER .50, M3, Wff 
(100540422-9716) 
MOUNT, MACHINE GUN, ANTIAIRCRAFT 

CAUSER .50, M63, WfE 
(1 00S4O4734246) 

TH i-loOHlVia, 12 July fttt, to cnanoad u feNowa: 
*M Hit following warning ■ on a warning pa go: 



WARNING 



Improper headspaee cm cause malfunctioning of the 
midline gun and frequent damage to parte and/or injury 
to personnel. 

Do not Attempt to remove back plate antes* the boil is in 
forward position. Do not attempt to cock machine gun 
without the back plate assembled to machine gun. 

This weapon generates harmful levels of noise when fir- 
ing. Hearing protection must be worn when firing this 
weapon. 

When bolt latch release and trigger are both held down, 
machine gun will fire automatically. 

When machine gun has been in action, clear machine gun 
before anyone moves in front of muzzle. Clearing consists 
of unloading the machine gun, but not releasing the bolt 
or pressing the trigger. 

Because of the possibility of cook -off, never attempt to 
remove a round that is chambered in a very hot weapon. 
All personnel should remain clear of the breech. 

During the prescribed time intervale, the weapon will be 
kept trained on the target and all personnel will stand 
clear of the barrel assembly. 

Immediate action must be applied within M seconds. The 
danger of a cook -off condition exists when the barrel is 
hot. Keep the weapon trained on the target. 

Before starting an inspection > be sure 10 ciear we weapon. 
Do not actuate the trigger until the weapon has been 
cleared. Inspect the chamber to insure that it is empty, 
and check to see that no ammunition is in position to be 
introduced. 



2 



Page 18. Change Table 2-2 -Cootimied" to 
'Table 2-3-Continued" 



Page 34. Add the following warning to table 2-6: 

Warning: This weapon generates harmful levels 
of noise when firing. Hearing protection must 
be worn when firing this weapon. 

Page 61. Change the caution in figure 3-3 to the 
following warning: 

Warning: Do not attempt to remove back plate 
unless the bolt is in forward position. Do not 
attempt to cock machine gun without the back 
plate assembled to machine gun. 



3 



By Order of tht Secretary of the Army 



E+ C. MEYER 

Guwral, United States Arm\ 
Chief of Staff 



Officii! 



ROBERT 

Brigodu 



The Adjutant Gtnerat 



Distributions 

To be distributed in accordarce DA Form 
Operator and Crew r^auireTrents for Gun Mac Mi* 

Cal SO, K2 ar=d Mounts. 



Changes in Force: CI, C2, C3> C4 , CB and C6 



CHANGE 
No. 6 



TM 9-1005-2U-10 
C6 

HEADQUARTERS 
DEPARTMENT OF THE ARMY 
WASHINGTON. DC, 14 June 1985 



Operator's Manual 
MACHINE GUM. CALIBER .50 
BROWNING, M2, HEAVY BARREL, FLEXIBLE, W/E 

{IOO5-0Q-322-9715) 
MOUNT. TRIPOD. MACHINE GUN 
CALIBER .50. M3, W/E 
(1005-00422*9716) 
MOUNT. MACHINE GUN. ANTIAIRCRAFT 
CALIBER .50, M63. W/E 
(1 005-00-673-3246) 



TM 9-1005-213-10, 12 July 1968, is changed as follows: 

Change 4, page 4, is further changed as follows. Add the following 
item: 

(1) (2) f3) (4) 

1005-00 -55 040 8 D Carrier Assembly Barrel ea 1 

5504080(19204) 

Page 4, paragraph l-4a, line 13, change "7,440 yd or 6J65 
meters" to "7,400 yd or 6,764 meters/' 

Page 18 T Table 2 3, add step 5.1 T as follows: "Notify organiza- 
tional maintenance to install side plate trigger assembly before the 
weapon is installed on the Mfi3 A A mount." 



CHECKING AND ADJUSTING HEADSPACE 

WARNING: M*k* gun « dw of *mmo twfwi si^in-p, 

Jmprop* rwadnac* (?vi iming cm csuw FTutfunctioning of midtiw juo, 

^rv (0 soldier. 



N-ts: Ydu'B hive lo ciwck jnc adjust hflsdipac* bsfara firing . . . wtiw «wrnfciing gun . . . ind 

ef!sr rearing barrsi or frcsive group. 




1 Rib* cover <1] al trw wiy up. 

thwjna lundU [2|, 



2 Wilh ilwto hantfla [2 1, f&tract bolt aboul 3/8 inch 
untir Iwrel locking *pnr^ lug <3) is c*ntv»d « 
hob [A\ on rigiit sid» ol r»ce^ir. 



CHICKING AND ADJUSTING HEADSPACE - Continued 




Oun torrai bort 
& chamber bftion 

im lading. 





3 HoW bolt in this position (you cm slick 1 tal ,50 matei link twtwam tnjnwon bbek and barrel 
eitenswn or *t» keep hotting handle) and screw tarred [51 My in1o btrral extension. If 
you use a link, hurt Iht smsa 1 top, 

4 With baft stiS retracted, unscrew barrel two notches Icfcks). Release handle (or rmwn link, if you use oral and bJLdw 
bolt to go forward, 

WARNING: At tJiii point check barrel lo insure it is locked as foeows: With the bolt in thi forward position at- 
twnpna tum barrel u either direction; oarrd should ool turn. =H barrel does turn, slop here; DO NOT ATTEMPT TO FIRE 
THE GUN. Notify the unit ermorar ta chock the berrai notches ind/or barrel lockinc spring lor oarneoi Try both barrels 




CHECKING AND ADJUSTING HEADSPACE - Continued 



Pull bolt to rear with handle {2\ end hold. This cocks the weapon I with- 
draws firing pin into boltl. Otherwise haarhpice gape won't fit at tl 

HoWmrj handle (2), release boh end slowly return bolt forward. Don't pn 
trigger , , . ind NO SUMMING! 




Barrel 
Extension J 



, N 

I runnion 
Block top— \ 
Surface \ 



1/16 Tn. 
Holding Pawl 




Remove sleek in the bolt and barrel extension by r. 
handle |2] unttl the barrel extension 161 begins to s 
than lite of an inch] from the irunion block [7\ 



CHECKING AND ADJUSTING HEADSPACE - Continued 



B Hoi 



iJr.T'T! ? ?f ° f ™ H tQ ?™ t an T b9ttw ,nd tr > *°\h ends ol GQMO GO cage I9f as shown 

below, whsle holding the operating handle 10 the rear to keep trie V 16" separation 





9 If 60 «nd of gaga enier, T-*Iat to corner xing of gay Bj and ihe NO GO end will not enler. haadspace j» 
Cage IS), toadipaca adjustment a now cor^hta. 



rieci. flefnove 



CHECKING AND ADJUSTING HEADSPACE - Continued 

HEADSPACE TOO TIGHT 

If GO end of gigs will rut inter T-siot f reefy, continue as Muwk 
1 Riiract bolt so you ten see iwrei locking lug ipring {3) in center of receiver bote (41 on righL lide of receiver. 



1 1 Unscrew buret {5) w notch (click). 




1 2 Slowly relum bolt forwird: ihan retract recoiling pens 1/16 itch {Slep 7J. 

1 3 Recheck hud ipeci (Step 9f. 

14 Keep repining steps 10 thru 13 until GQ gige tei end NO GO gigs does not fit 

Nate: Do nor unscrew oeirel more Ihan e talai of live notdses (dicks) beyond lirsl setting ol 
ui two dicks, ' If this condition occurs, turn in mecnirw gun to Lvut armorer for impaction. 



CHECKING AND ADJUSTING HEADSPACE- Continued 



H£ADSPACE TDD LOOSE 

If NO GO end of gaga an Ira T-sJot, adjust using same procedure as abova, aicapt that you icrew barrel imo barrai axieiuion. 




Keep repealing above steps, one dick at a lime, 
until HQ GO gags toesn't fit and GO gage does 

fit. 




Page 18, para 2-6, Table 2-5 is superseded as follows: 

CHECKING AND ADJUSTING TIMING 

WARNING: Make sure gun is clear of ammunition before starting. Improper teadspace and timing can 
cause malfunctioning of machine gun, damage to gun and injury to soldier. 

CHECKING TIMING 

1 Check Headspace fire* (page* 2 and 3). 

2 PuU bolt to rear with handle and then ease bolt forward to cock machine gun. 



3 Grasp charging handle and retract bolt just enough 
(1/16 in.) to insert NO FIRE gage between barrel 
extension (1) and trunnion block (2). Release charg- 
ing handle slowly. 



Note; Insert riming gage with bevel 
against barrel notches. 




CHECKING AND ADJUSTING TIMING - Continued 




4 Depress trigger: gun SHOULD NOT fire . Go to 
itep 5. 



Not*: If ir does \ ire, you hove early timing 
go on to sreps 7 thru 14. 



5 Retract bolt just enough to remove NO FIRE 
gegeend insert FIRE gags between barrel 
extension ( 1) and trunnion Wock |2). Retease 
charging handle stowjy , 




I Depress trigger: gun SHOULD FIRE* If it does fire, timing adjustment is now complete 
Not*: If it does not fire, you have late timing . * , go to step 7 thru 14. 




CHECKING AND ADJUSTING TIMING - Continued 

ADJUSTING TIMING (EITHER EARLY OR LATE) 

7 Remove goge, cock gun, and return bolt forward as before* 

WARNING : Never cock gun with bock plate off. 

8 Remove back piare. 




Screw timing adjustment 
nut (3) all trie way down 
(to the left. . clockwise) 




ID insert FIRE gage as 
before. 




1 1 Try to fire gun by push- 
ing up on rear of trigger 
bar. Gun SHOULD NOT 
Fire. 



CHECKING AND ADJUSTING TIMING - Continued 



12 Screw riming adjusrirenf nul |3) up (to 
*h« right. . . counter I oekwiw) one 
click at a rime. Pi4h up on trigger bar 
after each click. Keep doing rhis until 
gun fires. 




13 Now hjrn * v t two more clicks up {to the right). NO MORE. 

14 Remove gage, replocft back plcte, and pull bolt r* rear to cock machine aun Ea« 
Mr Forward with charging handle. Do nor allow boll to sic info ^Z^iJ^d. 

,5 SSS St&^^ 9090 more lim8i a "" & mm 




Figure t-t. Checking find adjusting timing. <1 of 8) 




figure t-3. Chicking and adjusting timing. {? of 2) 
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Hm 62. Table 3*3 is continued as follow*; 



INTBRVAL 



OPKRATOk 



ITEM 

NO, 



2 



B 



X 



X 



D 



V^fe /-J -Continued 



X 



ITEM TO BK 
INSPECTE D 

MlO Charger 
Charger Housing 

Spring Homing 
Chureer Cov« 



B - HE FORK OPERATION 
a - DURING OPERATION 



A -AFTER OPERATION 



Assure the moving part* are kept 
clean and lubricated. 

Chegk the housing lo make sure 
its noc twisted, cracked, dented or 
loose on gun. 

Check to make sure the houaing is 
not cracked or busted and that the 
apritig is clean, lubricated and 
works properly. 

Check to make sum the cover it 
not cracked, dented, twisted and 
<hat <he bps are not bent or 
broken. 



RKFERKNCF 



Fir. 3-21 
Fig. 3-21 

Pig. 3-21 
Pig. 3-21 



Table J-J - Continued 

INTERVAL 



OI'KK. AT< H 











B - HE POKE OTKH ATION A - AFTER OPERATION 
D - DURING OPERATION 


ITEM 
NO. 


H 


I> 


A 


ITEM TO BE 
INSPECTED 


PROCEDURE 


REFERENCE 


5 


X 




X 


Churger Swivel 

4 


Check Lo make sure the swivel 
moves freely. Does not bind and 
the roller (pulley) does not have 
sharp edges, is not burred and 
roLb freely. 


rig. 3-21 




X 




X 


Changer Cable 


Check to make sure the cable in 
not broken, frayed, kinked and 
that the ball ends are not missing. 
Make sure Uhj handle i& securely 
fastened to cable and is not 
cracked or butted. 


Kig.3-21 


7 






X 


Charger Slide 


Check the slide to make sure it 
does not bind, is not burred or 
tracked. Check the pulley for 
sharp edge* and burrs. 


Kg. 3 -21 




Pa^ 54, Table 3-3, change item "7" to item "8". Add a new item 
7 as follows, place an "X" in column B; Item to be Inspected 
"HeadspAce and timing bW; Procedure "Check for broken, bent. 

mffsss^^^^ ** couid 

Page 55, Table 3-3, add new item 3.1 as follows: Place an "X" in 
column A; Item to be inspected "Side plate trigger"; Procedure 
"Organizational maintenance must remove the aide plate trigger 
assembly from the receiver when the M2 flexible machine gup has 

stored jn the container attached to- tne Mt»3 mount. 



17 



Page 76, Ki«ure 3-17 is changed a* follows: 




Figure S-17. Diea*aeml>ly/a***mte y 0/ Caliber .SO Machine Gan. Ms. 




Add Fiiture 3-21 aTUa Figuie 3-2Q. 



Spring housing overall charger 




HANDLE 



Figure 3-21. M 10 MANUAL CHARGER 



